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Typical configuration:

Alternator: with anty-dust fan and metal PG

Canopy:
Anti-dust air filter

Soundproof shields thickness 30mm

Lifting with central hook

Tank:
Strong tank with internal metal shield. Cap with valve.

Fuel pump for top-up device.

Shockadsorber: Dimensioned for strong vibrations

Control panel: As requested from client

Battery: 2x 12V – 180Ah without maintenance

Functioning condition:
Least inclination without loss of liquids 30°

Muffler: Catalytic if requested
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COMPOSITION OF GENERATOR UNIT

The generator unit is essentially composed of the following components.

A Fixed frame

B Canopy

C Engine side hatch

D Alternator side hatch

E Instruments panel

F Filler cap

G Refuelling kit

H Lifting hooksup

I Air inlet

L Air outlet

M Air outlet with flap (optional)

N Trap door for exhaust pipe with rain repair

O Trap door to air filter

P Trap door to alternator

Q Emergency button
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MAX POWER  (LTP) 451 kVA

CONTINUOUS POWER  (PRP)
 

400 kVA
POWER FACTOR (Cos Φ) 0,8
THREEPHASE  VOLTAGE 400 V
RATED FREQUENCY 51 Hz
GRADE OF PROTECTION IP33
MAX TEMP. OF USE +40 °C
MIN TEMP. OF USE -15 °C
FUEL TANK CAPACITY 750 L
MASS (dry weight - wet weight) 3500 - 3900 kg

TYPE 4 STROKE
MANUFACTER VOLVO
MODEL TAD 1242 GE

TYPE SYNCHRONOUS, 4 POLES, SELF-REGULATED
MANUFACTER MECC-ALTE
MODEL ECO 40 1SN
ISOLATION CLASS H
VOLTAGE REGULATOR ELECTRONIC
VOLTAGE STABILITY ±1%
FREQUENCY STABILITY ±2%
COOLING AIR

MODEL MPL 400 ASX
GENERAL FEATURES

ALTERNATOR

ENGINE

MAX POWER  (LTP) 300 kVA

CONTINUOUS POWER  (PRP)
 

315 kVA
POWER FACTOR (Cos Φ) 0,8
THREEPHASE  VOLTAGE 410 V
RATED FREQUENCY 51 Hz
GRADE OF PROTECTION IP33
MAX TEMP. OF USE +40 °C
MIN TEMP. OF USE -15 °C
FUEL TANK CAPACITY 570 L
MASS 3600 kg

TYPE 4 STROKE
MANUFACTER DEUTZ
MODEL BF 6M 1015 C G2

TYPE SYNCHRONOUS, 4 POLES, SELF-REGULATED
MANUFACTER MECC-ALTE
MODEL ECO 38-3LN
ISOLATION CLASS H
VOLTAGE REGULATOR ELECTRONIC
VOLTAGE STABILITY ±1%
FREQUENCY STABILITY ±2%
COOLING AIR

GENERAL FEATURES

ALTERNATOR

ENGINE

MODEL MPL 300 ASX
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MASE GENERATORS S.p.A. Via Tortona, 345

47023 Cesena (FC) Italy

Tel.+39-0547-354311 Fax.+39-0547-317555

Email : mase@masegenerators.com

www.masegenerators.com

Dealer:
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TYPICAL ON BOARD CONTROL PANEL

1

2 3 4 5
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1 - Hour counter

2 - Low oil pressure
3 - High water temperature

4 - Low water level

5 - Overspeed

6 - Diagnostic enable

7 - Diagnosis
8 - Fuel pump 0 - 1


