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(1) Stand-by power:

power available for emergency

(2) Prime power: maximum power

available at variable loads for an

unlimited numbers of hours
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MPL 180S

60Hz
max. power  180 kVA
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L mm - in.

DIMENSIONS W mm - in.

H mm - in.

WEIGHT kg - lbs

3100 - 122

1100 - 43,3

1555 - 61,2

1950 - 4300
a.c. output  460 V stand-by

(1)

60 Hz. 3 ph prime     
(2)

power factor

fuel

starting

alternator

voltage regulator

voltage stability

frequency stability

engine

type

intake

cooling

displacement c.c. - cu.in 7146 - 436

cylinders

prime power HP - kW 202,9 - 149

RPM

tank capacity L - gal 155 - 39

3/4 load operating hours h

sound power level LwA

acoustic pressure at 7 mt. dB(A)

grade of protection

Electronic

2%

180 kVA 

171 kVA 

0,8

Diesel 

Water

6

1500

MPL 180S

5%

Deutz  

BF6M 1013 EC

turbo/intercooler

Electric

Synchronous

6

97

72

IP23
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MASE GENERATORS S.p.A. Via Tortona, 345

47522 Cesena (FC) Italy

Tel.+39-0547-354311 Fax.+39-0547-317555

Email : mase@masegenerators.com

www.masegenerators.com

Dealer:
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1 - Voltmeter

2 - PDM1 engine control module

3 - Fuel level

4 - Hourmeter

5 - “Water in fuel” Horn alarm

6 - D.C. breaker

7 - Starting key

8 - Ammeter

9 - General thermal-switch

10 - Emergency push-button

11 - Neutral connection

12 - Ground connection

13 - L1 phase 460V 60Hz connection

14 - L2 phase 460V 60Hz connection

15 - L3 phase 460V 60Hz connection
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Layout

Onboard control panel


