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SPDCE100-XXX SERIES - The Adobe

B Features
e Wide Input voltage range (2:1/4:1)
e Efficiency is 85%(Typical)
e Switch frequency: 300KHz
e Qutput over-current protection, short circuit protection
e Input under-voltage protection
e |[nput-output isolated

e PCB Board in-line type installation
e High reliability

*Product images are for illustrative purposes
only and may vary from actual design. °

Optional heatsink
e 3-year warranty

Applications:

- half brick unit with optional heatsink
- industrial grade
- can be modified or customized
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Input Output Output Output Output
Model Number Voltage Range Power Voltage Current Min. Current Max. Efficiency
SPDCE100-012-10331 12Vv(9-18V) 100WwW 3.3V 20000mMA 20000MA 85%
SPDCE100-012-10501 12Vv(9-18V) 100WwW 5V 20000mMA 20000MA 85%
SPDCE100-012-11201 12Vv(9-18V) 100WwW 12V S8300MA 8300MA 8592
SPDCE100-012-11501 12Vv(9-18V) 100W 15V 6700MA 6700MA 85%
SPDCE100-012-12401 12Vv(9-18V) 100wW 24V 4200MA 4200MA 85%
SPDCE100-012-12801 12Vv(9-18V) 100WwW 28V 3600MA 3600MA 85%
SPDCE100-012-13601 12Vv(9-18V) 100WwW 36V 2800MA 2800mMA 85%
SPDCE100-012-14801 12V(9-18V) 100W 48V 2100mA 2100mA 85%
SPDCE100-018-10331 18V (9-36V) 100WwW 3.3% 20000mMA 20000MA 85%

Custom designs available based on your
own specs and requirements!
Contact our technical engineers to request
your samples today!
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