AUTEC
SYSTEmS SPEDN Series - The Spice

RoHS™
Compliant B Features

e Power Rating: 20W

e Input Voltage: 9-36Vdc; 18-75Vdc
e Qutput current (834mA-5000mA)
e Typical Efficiency up to 90%

e No-load power consumption as low as 0.15W

e |nput under-voltage protection, SCP, OVP, and OCP
e |nput-output isolation (1500Vdc)

e Operating Temperature range: -40°C to +85°C

e Optional mounting rail

*Product images are for illustrative purposes b Optlonal heat sink
only and may vary from actual design. ° 3-year warranty
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L Mo!el List

Model Number ot inge e oonoge  Ouputcument MXCzomdtve  BHamier
SPEDNO20S936-1052 9-36Vdc 20W +5V +2000mMA 4800puF 84/86%
SPEDNO020S936-1092 9-36Vdc 20w +9V +1111mA 1000pF 86/88%
SPEDNO20S936-1122 9-36Vdc 20w +12V +834mA 800uF 86/88%
SPEDNO020S936-1152 9-36Vdc 20W +15V +667mMA 625uF 86/88%
SPEDNO020S936-1031 9-36Vdc 20w 3.3V 5000mA 10000 F 84/86%
SPEDNO20S936-1051 9-36Vdc 20w 5v 4000mA 10000 F 88/90%
SPEDNO020S936-1091 9-36Vdc 20w 9V 2222mA 4700uF 87/89%
SPEDNO20S936-1121 9-36Vdc 20w 12v 1667mA 1600uF 87/89%
SPEDNO20S936-1151 9-36Vdc 20w i5v 1333mA 1000uF 88/90%
SPEDNO020S936-1241 9-36Vdc 20w 24V 834mA 500uF 88/90%
SPEDNO20S1875-1052 18-75Vdc 20W +5VvV +2000mMA 4800 F 84/86%
SPEDNO020S1875-1122 18-75Vdc 20W +12V +834mA 800uF 86/88%

Custom designs available based on your

B Application own specs and requirements!

e Industrial Grade Applications Contact our technical engineers to request

your samples today!
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