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Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APS1703FS 3V 1.9~3.5V 0.18W 0.06A -10°C~70°C -40°C ~70°C 13000RPM 0.022(0.76) 1.04mmH2O 34DB S 1g 

APS1703FS 
17x17x3mm 
0.022m3/min. 

Material 
Frame:         Plastic LCP 94V0 
Impeller:      Plastic LCP 94V0 
Lead Wire:   AWG32 “+” Red “-“    
                      Black Standard UL 10064 
Bearing:       Sleeve Bearing 

External Dimensions(mm) Air Flow-Static Pressure Characteristics 

Model List 

Option: 3.5V(1.9V to 3.5V)                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG30 “+” Red “-“    
                      Black Standard UL 1007 
Option:        Signal Output 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

  

 

 

 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA2505A 5V 3~6.5V 0.25W 0.05A -10°C~70°C -40°C ~70°C 6500RPM 1.22 1.25mmH2O 11DB SB/S 6g 

APSA2512A 12V 9~13.2V 0.48W 0.04A -10°C~70°C -40°C ~70°C 6500RPM 1.22 1.25mmH2O 11 DB SB 6g 

APSA2512B 12V 10~13.2V 0.6W 0.05A -10°C~70°C -40°C ~70°C 8500RPM 1.65 2.3mmH2O 19 DB SB 6g 

APSA2505C 5V 3~6.5V 0.35W 0.07A -10°C~70°C -40°C ~70°C 10500RPM 2.08 3.37mmH2O 25.5 DB SB 6g 

APSA2512C 12V 6~13.2V 0.72W 0.06A -10°C~70°C -40°C ~70°C 10500RPM 2.08 3.37mmH2O 25.5 DB SB 6g 

External Dimensions(mm) Air Flow-Static Pressure Characteristics 

Model List 

Option: 5V or 12V                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

APSA25XXY 
25x25x6.2mm 
0.034~0.059m3/min
. 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG30 “+” Red “-“    
                      Black Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball bearing or Sleeve bearing 

 
 
 
 
 

 

 

 

 

 

 

  

 

 

 

 

  

 

 

 

 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSB3005A 5V 3~6.5V 0.25W 0.05A -10°C~70°C -40°C ~70°C 5000RPM 1.67 1.47mmH2O 12DB S/SB 6g 

APSB3005B 5V 3.5~6.5V 0.3W 0.06A -10°C~70°C -40°C ~70°C 7000RPM 2.43 3.19mmH2O 20DB SB 6g 

APSB3012B 12V 6~13.2V 0.72W 0.06A -10°C~70°C -40°C ~70°C 7000RPM 2.43 3.19mmH2O 20DB S 6g 

APSB3005C 5V 3~6.5V 0.35W 0.07A -10°C~70°C -40°C ~70°C 9000RPM 3.15 5.31mmH2O 27.5 DB SB/S 6g 

APSB3012C 12V 6~13.2V 0.72W 0.06A -10°C~70°C -40°C ~70°C 9000RPM 3.15 5.31mmH2O 27.5 DB SB/S 6g 

External Dimensions(mm) Air Flow-Static Pressure Characteristics 

Model List 

Option: 5V or 12V                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

APSB30XXY 
30x30x7mm 
0.034~0.059m3/min
. 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG30 “+” Red “-“    
                      Black Standard UL 1007 
Option:        Signal Output 

 

 

 
 
 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA3005A 5V 3~6.5V 0.25W 0.05A -10°C~70°C -40°C ~70°C 5000RPM 2.15 1.85mmH2O 15DB SB 8g 

APSA3012A 

12V 8~13.2V 0.48W 0.04A -10°C~70°C -40°C ~70°C 5000RPM 2.15 1.85mmH2O 15DB SB 8g 

12V 7~13.2V 0.48W 0.04A -10°C~70°C -40°C ~70°C 5000RPM 2.15 1.85mmH2O 15DB B 8g 

12V 10~13.2V 0.48W 0.04A -10°C~70°C -40°C ~70°C 5000RPM 2.15 1.85mmH2O 15DB S 8g 

APSA3005B 5V 3~6.5V 0.5W 0.1A -10°C~70°C -40°C ~70°C 7000RPM 3.17 2.64mmH2O 21DB SB 8g 

APSA3012B 
12V 7~13.2V 0.84W 0.07A -10°C~70°C -40°C ~70°C 7000RPM 3.17 2.64mmH2O 21DB S/SB 8g 

12V 6~13.2V 0.84W 0.07A -10°C~70°C -40°C ~70°C 7000RPM 3.17 2.64mmH2O 21DB SB 8g 

APSA3005C 
5V 3~6.5V 0.7W 0.14A -10°C~70°C -40°C ~70°C 9000RPM 4.22 3.77mmH2O 28DB S 8g 

5V 3.5~6.5V 0.7W 0.14A -10°C~70°C -40°C ~70°C 9000RPM 4.22 3.77mmH2O 28DB SB/S 8g 

APSA3012C 12V 7~13.2V 1.2W 0.1A -10°C~70°C -40°C ~70°C 9000RPM 4.22 3.77mmH2O 28DB SB 8g 

External Dimensions(mm) Air Flow-Static Pressure Characteristics 

Model List 

APSA30XXY 
30x30x10mm 
0.061~0.12m3/min. 

Option: 5V or 12V                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Thermoplastic PBT 94V0 
Impeller:      Thermoplastic PBT 94V0 
Bobbin:        Thermoplastic PBT 94V0  
Lead Wire:   AWG#26, Red Wire Positive(+);     

Black Wire Negative(-)    

 

 

 
 
 

 

 

 

 

 

  

 

 

 

 

  

  

 

 

 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA3812A 12V 7~13.2V 0.6W 0.05A -10°C~70°C -40°C ~70°C 5000RPM 6.2 3.39mmH2O 30.8DB B 38g 

APSA3812D 12V 7~13.2V 2.4W 0.2A -10°C~70°C -40°C ~70°C 9200RPM 11.75 11.05mmH2O 39DB B 38g 

APSA3812E 12V 7~13.2V 2.88W 0.24A -10°C~70°C -40°C ~70°C 10300RPM 13.44 13. 5mmH2O 41DB B 38g 

APSA3812F 12V 7~13.2V 4.2W 0.35A -10°C~70°C -40°C ~70°C 11500RPM 15.01 16.83mmH2O 43DB B 38g 

APSA3812G 12V 7~13.2V 6.24W 0.52A -10°C~70°C -40°C ~70°C 13000RPM 16.96 21.5mmH2O 47.5DB B 38g 

APSA3812I 12V 7~13.2V 7.8W 0.65A -10°C~70°C -40°C ~70°C 15000RPM 19.57 28.63mmH2O 53.1DB B 38g 

S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

External Dimensions(mm) Air Flow-Static Pressure Characteristics 

Model List 

APSA3812Y 
38x38x28mm 
0.176~0.556m3/min
. 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#30, “+” Red Wire  “-“ Black 

Standard UL 1007     
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
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Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSB4005A 5V 4~6.5V 0.25W 0.05A -10°C~70°C -40°C ~70°C 4000RPM 4.02 1.21mmH2O 23.5DB SB 7.5g 

APSB4012A 12V 7~13.2V 0.66W 0.055A -10°C~70°C -40°C ~70°C 4000RPM 4.02 1.21mmH2O 23.5DB S 7.5g 

APSB4012B 12V 7~13.2V 0.84W 0.07A -10°C~70°C -40°C ~70°C 5000RPM 5.14 1.85mmH2O 26DB SB 7.5g 

APSB4005C 5V 3~6.5V 0.55W 0.11A -10°C~70°C -40°C ~70°C 6000RPM 6.26 2.56mmH2O 29.5DB SB/B 7.5g 

Option: 5V or 12V                                       S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

External Dimensions(mm) Air Flow-Static Pressure Characteristics 

Model List 

APSB40XXY 
40x40x7mm 
0.114~0.177m3/min
. 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26, “+” Red Wire  “-“ Black 

Standard UL 1007     
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 

 

 

 
 
 

 

 

 

 

 

  

 

 

  

 

 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA4005A 5V 3~6.5V 0.4W 0.08A -10°C~70°C -40°C ~70°C 4000RPM 3.18 1.3mmH2O 23DB B 20g 

APSA4012A 12V 7~13.8V 0.66W 0.055A -10°C~70°C -40°C ~70°C 4000RPM 3.18 1.3mmH2O 23DB S/SB/B 20g 

APSA4005B 5V 3~6.5V 0.5W 0.1A -10°C~70°C -40°C ~70°C 5000RPM 4.24 1.98mmH2O 24DB B/SB 20g 

APSA4012B 

12V 8~13.8V 0.72W 0.06A -10°C~70°C -40°C ~70°C 5000RPM 4.24 1.98mmH2O 24DB B 20g 

12V 7~13.8V 0.72W 0.06A -10°C~70°C -40°C ~70°C 5000RPM 4.24 1.98mmH2O 24DB SB 20g 

12V 7.5~13.8V 0.72W 0.06A -10°C~70°C -40°C ~70°C 4700RPM 3.74 1.793mmH2O 21.2DB S 20g 

APSA4024B 
24V 15~26.4V 1.2W 0.05A -10°C~70°C -40°C ~70°C 5000RPM 4.24 1.98mmH2O 24DB SB 20g 

24V 12~26.4V 1.2W 0.05A -10°C~70°C -40°C ~70°C 5000RPM 4.24 1.98mmH2O 24DB SB 20g 

  4~6.5V 0.7W 0.14A -10°C~70°C -40°C ~70°C 6000RPM 4.95 2.78mmH2O 26DB SB/B 20g 

APSB4012B 12V 7~13.8V 0.9W 0.075A -10°C~70°C -40°C ~70°C 6000RPM 4.95 2.78mmH2O 26DB B 20g 

APSB4005C 5V 12~26.4V 1.32W 0.055A -10°C~70°C -40°C ~70°C 6000RPM 4.95 2.78mmH2O 26DB SB 20g 

Option: 5V or 12V or 24V                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSA40XXY 
40x40x10mm 
0.090~0.140m3/min
. 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26, “+” Red Wire  “-“ Black 

Standard UL 1007     
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 

 

 

 
 
 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

External Dimensions(mm) Air Flow-Static Pressure Characteristics 

APSA40XX-MY 
40x40x20mm 
0.161~0.351m3/min. 
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                                                                                                                          Product Range 

 

 

 

 

 

 

  

 

 
 
 
 
 

 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA4012A 

12V 7~13.8V 1.2W 0.1A -10°C~70°C -40°C ~70°C 5000RPM 5.7 3.15mmH2O 21.5DB B 28g 

12V 7~13.8V 1.2W 0.1A -10°C~70°C -40°C ~70°C 5000RPM 5.7 3.15mmH2O 21.5DB S 28g 

12V 7~13.8V 1.2W 0.1A -10°C~70°C -40°C ~70°C 5000RPM 5.7 3.15mmH2O 21.5DB SB 28g 

APSA4012B 
12V 7~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 6300RPM 7.36 5.05mmH2O 26.5DB B 28g 

12V 7~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 6300RPM 7.36 5.05mmH2O 26.5DB B 28g 

APSA4024B 24V 12~26.4V 1.92W 0.08A -10°C~70°C -40°C ~70°C 6300RPM 7.36 5.05mmH2O 26.5DB S 28g 

APSA4012C 

12V 7~13.8V 1.68W 0.14A -10°C~70°C -40°C ~70°C 7600RPM 8.88 7.37mmH2O 32DB B 28g 

12V 7~13.8V 1.68W 0.14A -10°C~70°C -40°C ~70°C 7600RPM 8.88 7.37mmH2O 32DB B 28g 

12V 7~13.8V 1.68W 0.14A -10°C~70°C -40°C ~70°C 7600RPM 8.88 7.37mmH2O 32DB B 28g 

APSA4012D 

12V 7~13.8V 2.16W 0.18A -10°C~70°C -40°C ~70°C 8900RPM 10.69 10.28mmH2O 35DB B 28g 

12V 7~13.8V 2.16W 0.18A -10°C~70°C -40°C ~70°C 8900RPM 10.69 10.28mmH2O 35DB B 28g 

12V 7~13.8V 2.16W 0.18A -10°C~70°C -40°C ~70°C 8900RPM 10.69 10.28mmH2O 35DB S 28g 

12V 7~13.8V 2.16W 0.18A -10°C~70°C -40°C ~70°C 8900RPM 10.69 10.28mmH2O 35DB B 28g 

APSA4012E 

12V 7~13.8V 2.88W 0.24A -10°C~70°C -40°C ~70°C 10500RPM 12.4 13.43mmH2O 41.7DB B 28g 

12V 7~13.8V 2.88W 0.24A -10°C~70°C -40°C ~70°C 10500RPM 12.4 13.43mmH2O 41.7DB B 28g 

12V 7~13.8V 2.88W 0.24A -10°C~70°C -40°C ~70°C 10500RPM 12.4 13.43mmH2O 41.7DB B 28g 

12V 7~13.8V 2.88W 0.24A -10°C~70°C -40°C ~70°C 10500RPM 12.4 13.43mmH2O 41.7DB B 28g 

12V 7~13.8V 2.88W 0.24A -10°C~70°C -40°C ~70°C 10500RPM 12.4 13.43mmH2O 41.7DB S 28g 

Option: 12V or 24V                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

Model List 

APSA40XX-MY 
40x40x20mm 
0.161~0.351m3/min. 
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                                                                                                                          Product Range 

Material 
Frame:         Thermoplastic PBT 94V-0 
Impeller:      Thermoplastic PBT 94V-0 
Bobbin:        Thermoplastic PBT 94V-0 
Lead Wire:   AWG#26,  Red Wire Positive(+);  

Black Wire Negative(-) 

 

 

 
 
 

 

 

 

 

 

  

 

 

  

 
 
 

 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSD4012B 12V 7~13.2V 1.2W 0.1A -10°C~70°C -40°C ~70°C 6500RPM 9.59 6.75mmH2O 33.2DB B 40g 

APSD4012C 
12V 7~13.2V 1.68W 0.14A -10°C~70°C -40°C ~70°C 8000RPM 11.82 10.23mmH2O 37.2DB B 40g 

24V 12~26.4V 2.16W 0.09A -10°C~70°C -40°C ~70°C 8000RPM 11.80 10.23mmH2O 37.2DB B 40g 

APSD4012D 12V 7~13.2V 2.52W 0.21A -10°C~70°C -40°C ~70°C 9200RPM 13.57 13.57mmH2O 41DB B 40g 

APSD4024D 24V 12~26.4V 2.88W 0.12A -10°C~70°C -40°C ~70°C 9200RPM 13.57 13.57mmH2O 41DB B 40g 

APSD4012E 12V 7~13.2V 2.88W 0.24A -10°C~70°C -40°C ~70°C 10300RPM 15.19 16.96mmH2O 44DB B 40g 

APSD4024E 24V 12~26.4V 3.36W 0.14A -10°C~70°C -40°C ~70°C 10300RPM 15.19 16.96mmH2O 44DB B 40g 

APSD4012F 12V 7~13.2V 4.2W 0.35A -10°C~70°C -40°C ~70°C 11500RPM 18.67 17.72mmH2O 47.3DB B 40g 

APSD4024F 24V 12~26.4V 4.32W 0.18A -10°C~70°C -40°C ~70°C 11500RPM 18.67 17.72mmH2O 47.3DB B 40g 

APSD4012G 12V 7~13.2V 6.24W 0.52A -10°C~70°C -40°C ~70°C 13000RPM 21.11 22.64mmH2O 50DB B 40g 

APSD4012I 12V 7~13.2V 7.8W 0.65A -10°C~70°C -40°C ~70°C 15000RPM 24.35 30.14mmH2O 53.1DB B 40g 

Option: 12V or 24V                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

External Dimensions(mm) 
Air Flow-Static Pressure Characteristics 

Model List 

APSD40XXY 
40x40x28mm 
0.209~0.690m3/min 
4.05 ~30.14 mm-H2O 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“(+)  Black 

Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball Bearing 

 

 

 
 
 

 

 

 

 

 

  

 

 

 

 

 

  

 
 
 
 
 

 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSE4012I 12V 6~13.2V 16.8W 1.4A -10°C~70°C -40°C ~70°C 
16000/ 

12000RPM 
31.2 58mmH2O 61.6DB B 73g 

S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

External Dimensions(mm) 
Air Flow-Static Pressure Characteristics 

Model List 

APSE4012IB-XX-2 
40x40x56mm  
0.884m3/min 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“(+)  Black 

Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 

 

 

 
 
 

 

 

 

 

 

 

  

 

 

 

  

 
 

 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APS5012A 12V 7~13.8V 0.6W 0.05A -10°C~70°C -40°C ~70°C 4000RPM 6.36 1.77mmH2O 24DB S/B 20g 

APS5005A 5V 4~6.5V 1.92W 0.08A -10°C~70°C -40°C ~70°C 4000RPM 6.36 1.77mmH2O 24DB SB 20g 

APS5012B 12V 7~13.8V 0.84W 0.07A -10°C~70°C -40°C ~70°C 5000RPM 8.12 2.63mmH2O 26DB S/SB/B 20g 

APS5005B 5V 4~6.5V 0.5W 0.1A -10°C~70°C -40°C ~70°C 5000RPM 8.12 2.63mmH2O 26DB SB/S 20g 

APS5012C 12V 7~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 6000RPM 9.89 3.6mmH2O 28DB SB/S 20g 

APS5005C 5V 4~6.5V 0.75W 0.15A -10°C~70°C -40°C ~70°C 6000RPM 9.89 3.6mmH2O 28DB SB 20g 

APS5012D 12V 7~13.8V 1.68W 0.14A -10°C~70°C -40°C ~70°C 6500RPM 10.7 4.23mmH2O 29DB S/SB 20g 

APS5005D 5V 4~6.5V 1.2W 0.24A -10°C~70°C -40°C ~70°C 6500RPM 10.7 4.23mmH2O 29DB SB 20g 

External Dimensions(mm) 
Air Flow-Static Pressure Characteristics 

Model List 

APS50XX-NY 
50x50x10mm 
0.180~0.30m3/min 

Option: 5V or 12V                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“(+)  Black 

Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 

 

 

 
 
 

 

 

 

 

 

 

  

 

 

 

 

  

 
 
 

 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APS5012A 12V 7~13.8V 0.84W 0.07A -10°C~70°C -40°C ~70°C 4000RPM 7.77 2.4mmH2O 24DB B 20g 

APS5012B 12V 7~13.8V 0.96W 0.08A -10°C~70°C -40°C ~70°C 5000RPM 9.89 3mmH2O 26DB B/SB 20g 

APS5012C 12V 7~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 6000RPM 11.3 3.7mmH2O 28DB SB 20g 

APS5012D 
5V 4~6.5V 1.2W 0.24A -10°C~70°C -40°C ~70°C 6500RPM 12.24 4.34mmH2O 29DB SB 20g 

12V 7~13.8V 1.68W 0.14A -10°C~70°C -40°C ~70°C 6500RPM 12.24 4.34mmH2O 29DB SB/B 20g 

External Dimensions(mm) 
Air Flow-Static Pressure Characteristics 

Model List 

APS50XXYY 
52x52x10mm 
0.220~0.350m3/min 

Option: 5V or 12V                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Thermoplastic PBT 94V-0 
Impeller:      Thermoplastic PBT 94V-0 
Bobbin:        Thermoplastic PBT 94V-0 
Lead Wire:   AWG#26,  Red Wire Positive(+);  

B                              Black Wire Negative(-) 

 

 

 
 
 

 

 

 

 

 

 

  

 

 

 

 

  

 
 
 
 
 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSD5012A 12V 7~13.2V 1.2W 0.1A -10°C~70°C -40°C ~70°C 4500RPM 12.71 3.3mmH2O 25.6DB B/S/SB 40g 

APDS5005A 12V 7~13.2V 1.44W 0.12A -10°C~70°C -40°C ~70°C 5400RPM 15.26 4.75mmH2O 31.2DB B 40g 

APSD5012B 12V 7~13.2V 2.16W 018A -10°C~70°C -40°C ~70°C 6400RPM 18.08 6.67mmH2O 35.7DB B/S 40g 

APSD5005B 12V 7~13.2V 2.88W 0.24A -10°C~70°C -40°C ~70°C 7300RPM 20.26 8.68mmH2O 39.6DB B/S 40g 

APSD5012C 24V 12~26.4V 3.36W 0.14A -10°C~70°C -40°C ~70°C 7300RPM 20.62 8.68mmH2O 39.6DB B 40g 

APSD5005C 12V  7~13.2V 3.96W 0.33A -10°C~70°C -40°C ~70°C 8200RPM 23.17 10.95mmH2O 43.1DB B/S 40g 

External Dimensions(mm) 
Air Flow-Static Pressure Characteristics 

APSD50XXYY 
50x50x20mm 
0.360~0.656m3/min 

Option: 12V or 24V                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

Model List 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“(+)  Black 

Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
 

 

 

 
 
 

 

 

 

 

 

 

  

 

 

 

 

 

 
 
 
 
 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSB6012A 12V 6~13.8V 0.6W 0.05A -10°C~70°C -40°C ~70°C 2700RPM 9.35 1.07mmH2O 19DB B 26g 

APSB6012B 12V 6~13.8V 0.96W 0.08A -10°C~70°C -40°C ~70°C 3200RPM 11.04 1.43mmH2O 22.5DB B/S/SB 26g 

APSB6005B 5V 3~6.5V 0.75W 0.15A -10°C~70°C -40°C ~70°C 3200RPM 11.04 1.43mmH2O 22.5DB S 26g 

APSB6012C 12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 3900RPM 13.48 1.98mmH2O 28DB S/B/SB 26g 

APSB6012D 12V 6~13.8V 1.68W 0.14A -10°C~70°C -40°C ~70°C 4400RPM 15.3 2.43mmH2O 30.5DB B/SB/S 26g 

APSB6005D 5V 4~6.5V 1.1W 0.22A -10°C~70°C -40°C ~70°C 4400RPM 15.3 2.43mmH2O 30.5DB S 26g 

APSB6012E 12V  6~13.8V 1.82W 0.16A -10°C~70°C -40°C ~70°C 5300RPM 18.65 3.22mMH2O 35DB S/SB/B 26g 

External Dimensions(mm) 
Air Flow-Static Pressure Characteristics 

APSB60XX-NY 
60x60x10mm 
0.265~0.528m3/min 

Option: 5V or 24V                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

Model List 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
 

 

 

 
 
 

 

 

 

 

 

 

  

 

 

 

 

 

 
 
 
 
 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSB6012A 12V 6~13.8V 1.2W 0.1A -10°C~70°C -40°C ~70°C 3200RPM 12 2.4mmH2O 24DB S/B 40g 

APSB6012B 12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 3600RPM 14.8 2.9mmH2O 26DB B/SB/S 40g 

APSB6012C 12V 6~13.8V 1.92W 0.16A -10°C~70°C -40°C ~70°C 4200RPM 16.9 3.4mmH2O 30.5DB B/S 40g 

APSB6024C 24V 12~26.4V 2.88W 0.12A -10°C~70°C -40°C ~70°C 4200RPM 16.9 3.4mmH2O 30.5DB S/B 40g 

APSB6012D 12V 6~13.8V 2.64W 0.22A -10°C~70°C -40°C ~70°C 4800RPM 19.4 3.9mmH2O 37DB S/B 40g 

APSB6024D 24V 12~26.4V 3.36W 0.14A -10°C~70°C -40°C ~70°C 4800RPM 19.4 3.9mmH2O 37DB B 40g 

APSB6005D 5V  3.5~6.5V 1.75W 0.35A -10°C~70°C -40°C ~70°C 4800RPM 19.4 3.9mMH2O 37DB B 40g 

External Dimensions(mm) 
Air Flow-Static Pressure Characteristics 

Model List 

APSB60XXYY 
60x60x15mm 
0.34~0.55m3/min 

Option: 5V or 12V or 24V                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing or 

One ball one sleeve 
 

 

 

 
 
 

 

 

 

 

 

 

  

 

 

 

 

 
 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSD6012A 12V 6~13.8V 1.2W 0.1A -10°C~70°C -40°C ~70°C 2700RPM 13.89 1.88mmH2O 23DB S/B 43g 

APSD6012B 12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 3200RPM 16.93 2.75mmH2O 27.5DB B/S/SB 43g 

APSD6024B 24V 12~26.4V 2.16W 0.09A -10°C~70°C -40°C ~70°C 3200RPM 16.93 2.75mmH2O 27.5DB B 43g 

APSD6012C 12V 6~13.8V 1.92W 0.16A -10°C~70°C -40°C ~70°C 3900RPM 20.36 3.72mmH2O 31DB S 43g 

APSD6024C 24V 12~26.4V 3.84W 0.16A -10°C~70°C -40°C ~70°C 3900RPM 20.36 3.72mmH2O 31DB S 43g 

APSD6012D 12V 6~13.8V 2.64W 0.22A -10°C~70°C -40°C ~70°C 4400RPM 23.01 4.56mmH2O 33.5DB S/B/SB 43g 

APSD6012E 12V 6~13.8V 3.6W 0.3A -10°C~70°C -40°C ~70°C 4900RPM 25.8 5.51mmH2O 37DB B/S/SB 43g 

APSD6024E 24V  12~26.4V 4.8W 0.2A -10°C~70°C -40°C ~70°C 4900RPM 25.8 5.51mmH2O 37DB S 43g 

External Dimensions(mm) 
Air Flow-Static Pressure Characteristics 

Model List 

Option: 12V or 24V                                         S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

APSD60XXYY 
60x60x20mm 
0.393~0.731m3/min 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing  
 

 

 
 
 
 
 

 

 

 

 

 

 

  

 

 

 

 

 

 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSD6012A 12V 6~13.8V 1.2W 0.1A -10°C~70°C -40°C ~70°C 2700RPM 12 3.9mmH2O 23DB S 50g 

APSD6012B 12V 6~13.8V 1.56W 0.13A -10°C~70°C -40°C ~70°C 3200RPM 14.48 4.9mmH2O 26DB S 50g 

APSD6024B 12V 6~13.8V 1.92W 0.16A -10°C~70°C -40°C ~70°C 3900RPM 19.42 6mmH2O 29DB S/B 50g 

APSD6012C 12V 6~13.8V 2.52W 0.21A -10°C~70°C -40°C ~70°C 4400RPM 20.48 6.8mmH2O 33DB B/S 50g 

APSD6012D 12V 6~13.8V 3.36W 0.28A -10°C~70°C -40°C ~70°C 5500RPM 24.9 8.85mmH2O 37.5DB B 50g 

12V 6~13.8V 3.36W 0.28A -10°C~70°C -40°C ~70°C 5300RPM 24 8.22mmH2O 37DB B/S 50g 

External Dimensions(mm) 
Air Flow-Static Pressure Characteristics 

Model List 

APSA6012YY 
60x60x23mm 
0.34~0.68m3/min 

Option: 12V                                       S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing  
 

 

 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

External Dimensions(mm) 
Air Flow-Static Pressure Characteristics 

APSA60XX-NY 
60x60x25mm 
0.359~0.953m3/min 
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                                                                                                                          Product Range 

 

 

 
 
 
 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA6012AN 12V 6~13.2V 1.44W 0.12A -10°C~70°C -40°C ~70°C 2700RPM 12.67 2.5mmH2O 24.3DB S 56.3g 

APSA6012BN 12V 6~13.2V 1.8W 0.15A -10°C~70°C -40°C ~70°C 3200RPM 15 3.51mmH2O 25.5DB S 56.3g 

APSA6024BN 24V 12~26.4V 1.92W 0.08A -10°C~70°C -40°C ~70°C 3200RPM 15 3.51mmH2O 25.5DB S 56.3g 

APSA6012CN 12V 6~13.2V 2.64W 0.22A -10°C~70°C -40°C ~70°C 3900RPM 19.1 5.35mmH2O 32.1DB S/B 56.3g 

APSA6024CN 24V 12~26.4V 2.64W 0.11A -10°C~70°C -40°C ~70°C 3900RPM 19.1 5.35mmH2O 32.1DB S 56.3g 

APSA6012DN 12V 6~13.2V 3.36W 0.28A -10°C~70°C -40°C ~70°C 4400RPM 21.53 7.04mmH2O 35.9DB B/S 56.3g 

APSA6024DN 24V 12~26.4V 3.36W 0.14A -10°C~70°C -40°C ~70°C 4400RPM 21.53 7.04mmH2O 35.9DB S/B 56.3g 

APSA6012EN 12V 6~13.2V 4.56W 0.38A -10°C~70°C -40°C ~70°C 5300RPM 26.25 9.75mmH2O 42.4DB B/SB 56.3g 

APSA6024EN 24V 12~26.4V 4.56W 0.19A -10°C~70°C -40°C ~70°C 5300RPM 26.25 9.75mmH2O 42.4DB S/B 56.3g 

APSA6012FN 12V 6~13.2V 5.76W 0.48A -10°C~70°C -40°C ~70°C 6300RPM 31.2 13.8mmH2O 46DB B 56.3g 

APSA6024FN 24V 12~26.4V 5.76W 0.24A -10°C~70°C -40°C ~70°C 6000RPM 29.69 12.49mmH2O 45.5DB B 56.3g 

APSA6012GN 12V 6~13.2V 6W 0.5A -10°C~70°C -40°C ~70°C 6800RPM 33.65 16.04mmH2O 48.3DB B 56.3g 

Model List 

Option: 12V or 24V                                     S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

APSA60XX-NY 
60x60x25mm 
0.359~0.953m3/min 
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                                                                                                                          Product Range 

Material 
Frame:         Thermoplastic PBT 94V-0 
Impeller:      Thermoplastic PBT 94V-0 
Bobbin:        Thermoplastic PBT 94V-0 
Lead Wire:   AWG#26,  Red Wire Positive(+);  

Black Wire Negative(-) 
Weight:        Approx. 104g(3.68oz) 
 

 

 
 
 
 
 

 

 

 

 

 

 

 

 

 
 

 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSE6012A 12V 7~13.2V 4.56W 0.38A -10°C~70°C -40°C ~70°C 5000RPM 29.58 9.23mmH2O 44.6DB B 104g 

APSE6012B 12V 7~13.2V 6W 0.5A -10°C~70°C -40°C ~70°C 6000RPM 35.51 13.31mmH2O 48.5DB B 104g 

APSE6024B 24V 12~26.4V 6W 0.25A -10°C~70°C -40°C ~70°C 6000RPM 35.51 13.31mmH2O 48.5DB B 104g 

APSE6012C 12V 7~13.2V 8.04W 0.67A -10°C~70°C -40°C ~70°C 7000RPM 41.55 18.1mmH2O 53.2DB B 104g 

APSE6012D 12V 7~13.2V 10.32W 0.86A -10°C~70°C -40°C ~70°C 8000RPM 47.38 23.68mmH2O 56DB B 104g 

APSE6012E 12V 7~13.2V 14.4W 1.2A -10°C~70°C -40°C ~70°C 8800RPM 53.85 27.7mmH2O 60DB B 104g 

APSE6012F 12V 7~13.2V 16.8W 1.4A -10°C~70°C -40°C ~70°C 9400RPM 57.52 31.6mmH2O 63DB B 104g 

APSE6024F 24V 12~26.4V 16.8W 0.7A -10°C~70°C -40°C ~70°C 9400RPM 57.52 31.6mmH2O 63DB B 104g 

APSE6012G 12V 7~13.2V 19.2W 1.6A -10°C~70°C -40°C ~70°C 10000RPM 61.19 35.8mmH2O 65DB B 104g 

APSE6024G 24V 12~26.4V 19.2W 0.8A -10°C~70°C -40°C ~70°C 10000RPM 61.19 35.8mmH2O 65DB B 104g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSE60XXYY 
60x60x38mm 
0.838~1.733m3/min 

Option: 12V or 24V                                      S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing  
 
 

 

 
 
 
 
 

 

 

 

 

 

 

 

 

 

 
 
 
 

 
 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA7012A 12V 7~13.2V 2.4W 0.2A -10°C~70°C -40°C ~70°C 2800RPM 23.88 2.27mmH2O 29.2DB B/SB 50g 

APSA7012B 12V 7~13.2V 2.76W 0.23A -10°C~70°C -40°C ~70°C 3300RPM 28.15 3.16mmH2O 33.4DB S/B/SB 50g 

APSA7012C 12V 7~13.2V 3.12W 0.26A -10°C~70°C -40°C ~70°C 3800RPM 32.41 4.19mmH2O 36.9DB B 50g 

APSA7012D 12V 7~13.2V 5.04W 0.42A -10°C~70°C -40°C ~70°C 4300RPM 36.68 5.36mmH2O 40.4DB SB 50g 

APSA7012E 12V 7~13.2V 6W 0.5A -10°C~70°C -40°C ~70°C 4700RPM 40.09 6.4mmH2O 43.9DB B 50g 

External Dimensions(mm) 

APSA7012YY 
70x70x15mm 
0.677~1.136m3/min 

Air Flow-Static Pressure Characteristics 

Model List 

Option: 12V                                  S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing  
 
 

 

 
 
 
 
 

 

 

 

 

 

 

 

 

 
 
 
 

 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSB7012A 12V 7~13.2V 1.08W 0.09A -10°C~70°C -40°C ~70°C 2100RPM 18.13 1.74mmH2O 22.7DB  55.8g 

APSB7012B 12V 7~13.2V 1.2W 0.1A -10°C~70°C -40°C ~70°C 2500RPM 21.12 2.35mmH2O 24.7DB  55.8g 

APSB7012C 12V 7~13.2V 1.68W 0.14A -10°C~70°C -40°C ~70°C 3000RPM 25.89 3.47mmH2O 29DB  55.8g 

APSB7012D 12V 7~13.2V 2.4W 0.2A -10°C~70°C -40°C ~70°C 3700RPM 32.84 5.15mmH2O 36.8DB S 55.8g 

APSB7012E 12V 7~13.2V 3.36W 0.28A -10°C~70°C -40°C ~70°C 4300RPM 36.33 6.4mmH2O 42DB SB 55.8g 

APSB7012F 12V 7~13.2V 5.16W 0.43A -10°C~70°C -40°C ~70°C 5000RPM 42.24 8.65mmH2O 45.3DB SB 55.8g 

APSB7012G 12V 7~13.2V 6W 0.5A -10°C~70°C -40°C ~70°C 5400RPM 45.62 10.09mmH2O 47DB  55.8g 

APSB7012H 12V 7~13.2V 8.4W 0.7A -10°C~70°C -40°C ~70°C 6000RPM 50.69 12.46mmH2O 49.3DB  55.8g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSB7012YY 
70x70x20mm 
0.513~1.437m3/min 

Option: 12V                                  S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Option:        Signal Output 
 
 

 

 
 
 
 
 

 

 

 

 

 

  

 

 

 

 
 
 
 

 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSE7012A 12V 7~13.2V 3.6W 0.3A -10°C~70°C -40°C ~70°C 3000RPM 26.83 4.05mmH2O 31.3DB B 112g 

APSE7012B 12V 7~13.2V 4.8W 0.4A -10°C~70°C -40°C ~70°C 3800RPM 35.2 6.2mmH2O 36.2DB B 112g 

APSE7012C 12V 7~13.2V 6.24W 0.52A -10°C~70°C -40°C ~70°C 4600RPM 43.78 8.75mmH2O 41.5DB B 112g 

APSE7012D 12V 7~13.2V 7.8W 0.65A -10°C~70°C -40°C ~70°C 5400RPM 51.9 11.68mmH2O 45.8DB B 112g 

APSE7012E 12V 7~13.2V 9.6W 0.8A -10°C~70°C -40°C ~70°C 6200RPM 60.76 14.73mmH2O 50.6DB B 112g 

APSE7012F 12V 7~13.2V 12W 1A -10°C~70°C -40°C ~70°C 7000RPM 68.39 18.76mmH2O 53.8DB B 112g 

External Dimensions(mm) 
Air Flow-Static Pressure Characteristics 

Model List 

APSE7012YY 
70x70x38mm 
0.760~1.936m3/min 
4.05~18.76MM-H2O 

 

Option: 12V                                  S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
 
 

 

 
 
 
 
 

 

 

 

  

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

APSA80XXMY 
80x80x16mm 
0.60~1.028m3/min 
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                                                                                                                          Product Range 

 

 

 
 
 
 
 
 

 
 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA8012A 12V 6~13.8V 1.08W 0.09A -10°C~70°C -40°C ~70°C 2100RPM 21.2 1.88mmH2O 29DB S/SB 54g 

APSA8012B 12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 2500RPM 25.23 2.23mmH2O 31.5DB S/SB/B 54g 

APSA8012C 12V 6~13.8V 2.04W 0.17A -10°C~70°C -40°C ~70°C 3000RPM 30.23 2.68mmH2O 36.5DB S/SB 54g 

APSA8012D 12V 6~13.8V 3.6W 0.3A -10°C~70°C -40°C ~70°C 3600RPM 36.29 3.22mmH2O 41DB SB 54g 

APSA8012E 12V 6~13.8V 4.8W 0.4A -10°C~70°C -40°C ~70°C 4000RPM 40.3 3.98mmH2O 44DB B 54g 

APSA8012A 12V 6~13.8V 1.08W 0.09A -10°C~70°C -40°C ~70°C 2100RPM 21.2 1.88mmH2O 29DB S 54g 

APSA8005A 5V 4~6.5V 0.9W 0.18A -10°C~70°C -40°C ~70°C 2100RPM 21.2 1.88mmH2O 29DB B/S 54g 

APSA8024A 24V 12~26.4V 1.92W 0.08A -10°C~70°C -40°C ~70°C 2100RPM 21.2 1.88mmH2O 29DB B/S 54g 

APSA8012B 12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 2500RPM 25.23 2.23mmH2O 31.5DB S 54g 

APSA8005B 5V 4~6.5V 1.4W 0.28A -10°C~70°C -40°C ~70°C 2500RPM 25.23 2.23mmH2O 31.5DB S 54g 

APSA8024B 24V 12~26.4V 2.4W 0.1A -10°C~70°C -40°C ~70°C 2500RPM 25.23 2.23mmH2O 31.5DB S 54g 

APSA8012C 12V 6~13.8V 2.04W 0.17A -10°C~70°C -40°C ~70°C 3000RPM 30.23 2.68mmH2O 36.5DB S/B 54g 

APSA8012D 12V 6~13.8V 3.6W 0.3A -10°C~70°C -40°C ~70°C 3600RPM 36.29 3.22mmH2O 41DB B/SB 54g 

APSA8024D 24V 12~26.4V 4.56W 0.19A -10°C~70°C -40°C ~70°C 3600RPM 36.29 3.22mmH2O 41DB B 54g 

APSA8012A 12V 6~13.8V 1.08W 0.09A -10°C~70°C -40°C ~70°C 2100RPM 21.2 1.88mmH2O 29DB  54g 

APSA8012B 12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 2500RPM 25.23 2.23mmH2O 31.5DB S/B 54g 

APSA8012C 12V 6~13.8V 2.04W 0.17A -10°C~70°C -40°C ~70°C 3000RPM 30.23 2.68mmH2O 36.5DB S 54g 

APSA8012D 12V 6~13.8V 3.6W 0.3A -10°C~70°C -40°C ~70°C 3600RPM 36.29 3.22mmH2O 41DB  54g 

APSA8012A 12V 6~13.8V 1.08W 0.09A -10°C~70°C -40°C ~70°C 2100RPM 21.2 1.88mmH2O 29DB SB 54g 

APSA8012B 12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 2500RPM 25.23 2.23mmH2O 31.5DB S/SB 54g 

APSA8012C 12V 6~13.8V 2.04W 0.17A -10°C~70°C -40°C ~70°C 3000RPM 30.23 2.68mmH2O 36.5DB S/SB 54g 

APSA8012D 12V 6~13.8V 3.6W 0.3A -10°C~70°C -40°C ~70°C 3600RPM 36.29 3.22mmH2O 41DB SB/S 54g 

Model List 

APSA80XXMY 
80x80x16mm 
0.60~1.028m3/min 

Option: 5V or 12V or 24V                                 S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Bearing:       Ball Bearing or Sleeve Bearing 
 
 

 

 
 
 
 
 

 

 

 

 

 

  

 

 

 

 
 
 
 

 
 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSB8012A 12V 6~13.8V 1.08W 0.09A -10°C~70°C -40°C ~70°C 2100RPM 22.4 1.52mmH2O 25DB B/S 62g 

APSB8012B 12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 2500RPM 26.9 2.1mmH2O 29DB S/SB/B 62g 

APSB8012C 12V 6~13.8V 2.04W 0.17A -10°C~70°C -40°C ~70°C 3000RPM 32.5 3.02mmH2O 34DB B/S 62g 

APSB8012D 12V 6~13.8V 3.6W 0.3A -10°C~70°C -40°C ~70°C 3600RPM 37.7 4.02mmH2O 39DB S/B 62g 

External Dimensions(mm) 
Air Flow-Static Pressure Characteristics 

Model List 

APSB8012YY 
80x80x20mm 
0.64~1.07m3/min 

 

Option: 12V                             S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Option:        Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
 
 

 

 
 
 
 
 

 

 

 

  

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

APSA80XXYY 
80x80x25mm 
0.71~1.25m3/min 

mailto:sales@autec.com
http://www.autec.com/


          

                                                                                                                                               DC Brushless Fans, DC Blowers, AC Brushless Motor 

Technical Sales / Customer Service:        +1-818-338-7788        •       Email:   sales@autec.com 
31328 Via Colinas Suite 102   •    Westlake Village, CA 91362 USA     •     www.autec.com  

July 26, 2022         
29 / 48 

                                                                                                                          Product Range 

 

 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA8012A 
12V 6~13.8V 1.08W 0.09A -10°C~70°C -40°C ~70°C 2100RPM 25.07 1.8mmH2O 23DB S/B 76g 

12V 6~13.8V 1.08W 0.09A -10°C~70°C -40°C ~70°C 2100RPM 26.5 2.2mmH2O 23.7DB B 83.3g 

APSA8024A 24V 12~26.4V 2.16W 0.09A -10°C~70°C -40°C ~70°C 2100RPM 25.07 1.8mmH2O 23DB S 76g 

APSA8012B 
12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 2500RPM 30.36 2.7mmH2O 27DB S/B/SB 76g 

12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 2500RPM 31.6 2.83mmH2O 29.4DB B/S 83.3g 

APSA8024B 24V 12~26.4V 2.4W 0.1A -10°C~70°C -40°C ~70°C 2500RPM 30.36 2.7mmH2O 27DB S/SB 76g 

APSA8012C 12V 6~13.8V 2.04W 0.17A -10°C~70°C -40°C ~70°C 3000RPM 37.07 3.2mmH2O 32DB B/S/SB 76g 

APSA8012C 12V 12~26.4V 2.04W 0.17A -10°C~70°C -40°C ~70°C 3000RPM 37.9 3.69mmH2O 34.6DB S/B/SB 83.3g 

APSA8012D 
12V 6~13.8V 3.6W 0.3A -10°C~70°C -40°C ~70°C 3600RPM 46.1 5.31mmH2O 39.1DB B/S/SB 83.3g 

12V 6~13.8V 3.6W 0.3A -10°C~70°C -40°C ~70°C 3600RPM 44.13 4mmH2O 37DB B/SB/S 76g 

APSA8024D 24V 12~26.4V 3.6W 0.15A -10°C~70°C -40°C ~70°C 3600RPM 44.13 4mmH2O 37DB S/B 76g 

APSA8012E 
12V 6~13.8V 4.8W 0.4A -10°C~70°C -40°C ~70°C 4200RPM 53.8 7.49mmH2O 44.9DB B/S 83.3g 

12V 6~13.8V 4.8W 0.4A -10°C~70°C -40°C ~70°C 3800RPM 46.6 4.45mmH2O 38.5DB B 76g 

APSA8024E 24V 12~26.4V 5.76W 0.24A -10°C~70°C -40°C ~70°C 4200RPM 53.8 7.49mmH2O 44.9DB B 83.3g 

APSA8012F 12V 6~13.8V 6.96W 0.58A -10°C~70°C -40°C ~70°C 4800RPM 61.5 9.8mmH2O 47DB SB/B 83.3g 

APAA8024F 24V 12~26.4V 6.96W 0.29A -10°C~70°C -40°C ~70°C 4800RPM 61.5 9.8mmH2O 47DB B 83.3g 

Model List 

APSA80XXYY 
80x80x25mm 
0.71~1.25m3/min 

Option: 12V or 24V                                 S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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Material 
Frame:         Thermoplastic PBT of UL 94V-0 
Impeller:      Thermoplastic PBT of UL 94V-0 
Bobbin:        Thermoplastic PBT of UL 94V-0 
Lead Wire:   AWG#26,  Red Wire Positive(+);                        

Black Wire Negative(-) 
Weight:        Approx. 180G(6.35oz) 
 

 

 
 
 
 
 

 

 

 

 

 

 

 
 
 

 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSC8012A 12V 7~13.2V 2.88W 0.24A -10°C~70°C -40°C ~70°C 3400RPM 45.28 7.23mmH2O 39DB B 180g 

APSC8012B 12V 7~13.2V 4.44W 0.37A -10°C~70°C -40°C ~70°C 4200RPM 57.5 10.3mmH2O 44.5DB B 180g 

APSC8012C 12V 7~13.2V 7.32W 0.61A -10°C~70°C -40°C ~70°C 5000RPM 69.91 15.62mmH2O 48.2DB S/B 180g 

APSC8024C 24V 12~27.2V 7.92W 0.33A -10°C~70°C -40°C ~70°C 5000RPM 69.91 15.62mmH2O 48.2DB B 180g 

APSC8048C 48V 24~53V 9.12W 0.19A -10°C~70°C -40°C ~70°C 5000RPM 69.91 15.62mmH2O 48.2DB B 180g 

APSC8012D 12V 7~13.2V 11.16W 0.93A -10°C~70°C -40°C ~70°C 5800RPM 81.57 21.38mmH2O 52.1DB B 180g 

APSC8024D 24V 12~27.2V 10.8W 0.45A -10°C~70°C -40°C ~70°C 5800RPM 81.57 21.38mmH2O 52.1DB B 180g 

APSC8048D 48V 24~53V 12.48W 0.26A -10°C~70°C -40°C ~70°C 5800RPM 81.57 21.38mmH2O 52.1DB B 180g 

APSC8012E 12V 7~13.2V 14.4W 1.2A -10°C~70°C -40°C ~70°C 6300RPM 88.6 25.22mmH2O 56.4DB B 180g 

APSE6024E 24V 12~26.4V 14.4W 0.6A -10°C~70°C -40°C ~70°C 6300RPM 88.6 25.22mmH2O 56.4DB B 180g 

APSC8012F 12V 7~13.2V 18W 1.5A -10°C~70°C -40°C ~70°C 6800RPM 95.63 29.38mmH2O 60.2DB B 180g 

APSC8024F 24V 12~26.4V 18.72W 0.78A -10°C~70°C -40°C ~70°C 6800RPM 95.63 29.38mmH2O 60.2DB B 180g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSC80XXYY 
80x80x38mm 
1.283~2.71m3/min 
7.23~29.38mm-H2O 

Option: 12V or 24V or 48V                                      S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Options:       Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
 
 

 

 
 
 
 
 

 

 

 

 

 

  

 

 

 
 
 
 
 

 
 

 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSB9212A 12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 2100RPM 31.8 1.18mmH2O 24DB SB 71g 

APSB9212B 12V 6~13.8V 1.92W 0.16A -10°C~70°C -40°C ~70°C 2500RPM 38.1 2.6mmH2O 28DB B/SB/S 71g 

APSB9224B 24V 12~26.4V 2.88W 0.12A -10°C~70°C -40°C ~70°C 2500RPM 38.1 2.6mmH2O 28DB B 71g 

APSB9212C 12V 6~13.8V 3.12W 0.26A -10°C~70°C -40°C ~70°C 3000RPM 47.66 3.48mmH2O 32DB  71g 

APSB9224C 24V 12~26.4V 4.32W 0.18A -10°C~70°C -40°C ~70°C 3000RPM 47.66 3.48mmH2O 32DB B 71g 

APSB9212D 12V 6~13.8V 3.84W 0.32A -10°C~70°C -40°C ~70°C 3600RPM 57.54 4.2mmH2O 38DB  71g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSB92XXYY 
92x92x20mm 
0.90~1.63m3/min 

 

Option: 12V                             S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Options:       Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
 
 

 

 
 
 
 
 

 

 

 

 

  

  

 

 

 
 

 
 

 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA9212A 12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 2000RPM 31.1 2.7mmH2O 27DB S/B 94g 

APSA9212B 12V 6~13.8V 1.92W 0.16A -10°C~70°C -40°C ~70°C 2300RPM 37 3.1mmH2O 31DB B/SB/S 94g 

APSA9224B 24V 12~26.4V 2.4W 0.1A -10°C~70°C -40°C ~70°C 2300RPM 37  3.1mmH2O 31DB S 94g 

APSA9212C 12V 6~13.8V 2.28W 0.19A -10°C~70°C -40°C ~70°C 2600RPM 44.1 3.5mmH2O 34DB S/B 94g 

APSA9224C 24V 12~26.4V 3.36W 0.14A -10°C~70°C -40°C ~70°C 2600RPM 44.1 3.5mmH2O 34DB B 94g 

APSA9212D 12V 6~13.8V 3.12W 0.26A -10°C~70°C -40°C ~70°C 2900RPM 49.43 3.9mmH2O 36DB S/SB/B 94g 

APSA9224D 24V 12~26.4V 3.84W 0.16A -10°C~70°C -40°C ~70°C 2900RPM 49.43 3.9mmH2O 36DB S 94g 

APSA9212E 12V 6~13.8V 4.32W 0.36A -10°C~70°C -40°C ~70°C 3200RPM 54.72 4.3mmH2O 39DB B/S 94g 

APSA9212F 12V 6~13.8V 5.16W 0.43A -10°C~70°C -40°C ~70°C 3600RPM 61.56 5.44mmH2O 42.5DB S/B 94g 

APSB9212G 12V 6~13.8V 12W 1A -10°C~70°C -40°C ~70°C 4800RPM 95.93 11.82mmH2O 51.6DB SB 94g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSA92XXYY 
92x92x25mm 
0.88~1.74m3/min 

 

Option: 12V  or 24V                           S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Options:       Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
 
 

 

 
 
 
 
 

 

 

 

 

  

  

 

 

 
 
 
 

 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSF9212A 12V 7~13.2V 1.32W 0.11A -10°C~70°C -40°C ~70°C 2000RPM 32.9 2.1mmH2O 27DB S/SB 93g 

APSF9212B 12V 7~13.2V 1.92W 0.16A -10°C~70°C -40°C ~70°C 2300RPM 37.84 2.78mmH2O 31DB SB 93g 

APSF9224C 12V 7~13.2V 2.52W 0.21A -10°C~70°C -40°C ~70°C 2600RPM 42.77 3.55mmH2O 34.3DB  93g 

APSF9212D 12V 7~13.2V 3.36W 0.28A -10°C~70°C -40°C ~70°C 3200RPM 52.63 5.38mmH2O 41.2DB SB/B 93g 

APSF9224E 12V 7~13.2V 5.4W 0.45A -10°C~70°C -40°C ~70°C 3600RPM 59.21 6.8mmH2O 43.8DB  93g 

APSF9212F 12V 7~13.2V 6.84W 0.57A -10°C~70°C -40°C ~70°C 4200RPM 69.07 9.26mmH2O 48DB S 93g 

APSF9224G 12V 7~13.2V 8.4W 0.7A -10°C~70°C -40°C ~70°C 4800RPM 78.94 12.1mmH2O 55.3DB SB.B 93g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSF9212YY 
92x92x25mm 
0.93~2.236m3/min 

 

Option: 12V  or 24V                           S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Options:       Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
 
 

 

 
 
 
 
 

 

 

 

  

  

 

 

 
 
 
 

 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSC9212A 12V 6~13.8V 1.44W 0.12A -10°C~70°C -40°C ~70°C 2000RPM 40.24 5.26mmH2O 23.5DB B 182g 

APSC9212B 12V 6~13.8V 2.4W 0.2A -10°C~70°C -40°C ~70°C 2500RPM 50.27 6.575mmH2O 29.5DB B 182g 

APSC9212C 12V 6~13.8V 4.2W 0.35A -10°C~70°C -40°C ~70°C 3000RPM 60.33 7.89mmH2O 35.5DB B 182g 

APSC9224C 24V 12~26.4V 6W 0.25A -10°C~70°C -40°C ~70°C 3000RPM 60.33 7.89mmH2O 35.5DB B 182g 

APSC9212D 12V 6~13.8V 6W 0.5A -10°C~70°C -40°C ~70°C 3500RPM 70.39 9.205mmH2O 41.5DB B 182g 

APSC9224D 24V 12~26.4V 7.2W 0.3A -10°C~70°C -40°C ~70°C 3500RPM 70.39 9.205mmH2O 41.5DB B 182g 

APSC9212E 12V 6~13.8V 8.64W 0.72A -10°C~70°C -40°C ~70°C 4000RPM 80.48 10.52mmH2O 47.5DB B 182g 

APSC9224E 24V 12~26.4V 9.6W 0.4A -10°C~70°C -40°C ~70°C 4000RPM 80.48 10.52mmH2O 47.5DB B 182g 

APSC9212G 12V 6~13.8V 15.6W 1.3A -10°C~70°C -40°C ~70°C 5400RPM 108.65 19.2mmH2O 58.5DB B 182g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSC92XXYY 
92x92x38mm 
1.14~3.078m3/min 

 

Option: 12V  or 24V                           S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Thermoplastic PBT of UL 94V-0 
Impeller:      Thermoplastic PBT of UL 94V-0 
Bobbin:        Thermoplastic PBT of UL 94V-0 
Lead Wire:   AWG#26,  Red Wire Positive(+);                        

Black Wire Negative(-) 
Weight:        Approx. 180G(6.35oz) 
 

 

 
 
 
 
 

 

 

 

 

   

 

 
 
 

 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSD9212A 12V 6~13.8V 4.32W 0.24A -10°C~70°C -40°C ~70°C 3200RPM 71.06 7.86mmH2O 44.5DB B 180g 

APSD9224A 24V 14~27.6V 4.56W 0.37A -10°C~70°C -40°C ~70°C 3200RPM 71.06 7.86mmH2O 44.5DB B 180g 

APSD9212B 12V 6~13.8V 6.96W 0.61A -10°C~70°C -40°C ~70°C 3800RPM 86.85 10.24mmH2O 50DB B 180g 

APSD9212C 12V 6~13.8V 10.56W 0.33A -10°C~70°C -40°C ~70°C 4400RPM 100.69 15.3mmH2O 53.5DB B 180g 

APSD9224C 24V 14~27.6V 10.8W 0.19A -10°C~70°C -40°C ~70°C 4400RPM 100.69 15.3mmH2O 53.5DB B 180g 

APSD9248C 48V 27.6~53V 12W 0.93A -10°C~70°C -40°C ~70°C 4400RPM 100.69 15.3mmH2O 53.5DB B 180g 

APSD9212D 12V 6~13.8V 12W 0.45A -10°C~70°C -40°C ~70°C 4800RPM 110.56 16.93mmH2O 55DB B 180g 

APSD9224D 24V 14~27.6V 12W 0.26A -10°C~70°C -40°C ~70°C 4800RPM 110.56 16.93mmH2O 55DB B 180g 

APSD9236D 36V 18~40V 16.2W 1.2A -10°C~70°C -40°C ~70°C 4800RPM 110.56 16.93mmH2O 55DB B 180g 

APSD9212E 12V 6~13.8V 15.6W 0.6A -10°C~70°C -40°C ~70°C 5400RPM 123.57 21.39mmH2O 58.4DB B 180g 

APSD9224E 24V 14~27.6V 16.8W 1.5A -10°C~70°C -40°C ~70°C 5400RPM 123.57 21.39mmH2O 58.4DB B 180g 

APSD9212F 12V 6~13.8V 19.2W 0.78A -10°C~70°C -40°C ~70°C 6000RPM 137.3 26.4mmH2O 61DB B 180g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSD92XXYY 
92x92x38mm 
2.01~3.89m3/min 
7.86~26.4mm-H2O 

Option: 12V or 24V or 48V                                      S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#24,  “+” Red “-“Black 

Standard UL 1007 
Options:       Signal Output 
Bearing:       Ball Bearing  
 
 

 

 
 
 
 
 

 

 

 

 

   

 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSD9248I 48V 18~50V 72W 1.5A -10°C~70°C -40°C ~70°C 9300RPM 5.95(210.17) 60.2mmH2O 73.6DB B 182g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSD9248YY 
92x92x38mm 
5.95m3/min 

Option: 12V or 24V or 48V                                      S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Options:       Signal Output 
Bearing:       Ball Bearing or Sleave Bearing 
 
 

 

 
 
 
 
 

 

 

 

  

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

APSD120XXYY 
120x120x38mm 
3.88~6.727m3/min 
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                                                                                                                          Product Range 

 

 

 

 

 

 

 

 
 
 

 
 
 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSD12012A 12V 7~13.2V 10.2W 0.85A -10°C~70°C -40°C ~70°C 3000RPM 136.99 10.4mmH2O 52DB B 411g 

APSD12024A 24V 12~26.4V 10.32W 0.43A -10°C~70°C -40°C ~70°C 3000RPM 136.99 10.4mmH2O 52DB B 411g 

APSD12048A 48V 24~52.8V 10.56W 0.22A -10°C~70°C -40°C ~70°C 3000RPM 136.99 10.4mmH2O 52DB B 411g 

APSD12012B 12V 7~13.2V 14.4W 1.2A -10°C~70°C -40°C ~70°C 3400RPM 155.26 13.36mmH2O 54.5DB B 411g 

APSD12024B 24V 12~26.4V 14.4W 0.6A -10°C~70°C -40°C ~70°C 3400RPM 155.26 13.36mmH2O 54.5DB B 411g 

APSD12048B 48V 24~52.8V 14.4W 0.3A -10°C~70°C -40°C ~70°C 3400RPM 155.26 13.36mmH2O 54.5DB B 411g 

APSD12012C 12V 7~13.2V 19.2W 1.6A -10°C~70°C -40°C ~70°C 3800RPM 173.53 16.69mmH2O 57.8DB B 411g 

APSD12024C 24V 12~26.4V 19.2W 0.8A -10°C~70°C -40°C ~70°C 3800RPM 173.53 16.69mmH2O 57.8DB B 411g 

APSD12048C 48V 24~52.8V 19.2W 0.4A -10°C~70°C -40°C ~70°C 3800RPM 173.53 16.69mmH2O 57.8DB B 411g 

APSD12012D 12V 7~13.2V 25.2W 2.1A -10°C~70°C -40°C ~70°C 4200RPM 191.79 20.38mmH2O 59DB B 411g 

APSD12024D 24V 12~26.4V 26.4W 1.1A -10°C~70°C -40°C ~70°C 4200RPM 191.79 20.38mmH2O 59DB B 411g 

APSD12048D 48V 24~52.8V 22.08W 0.46A -10°C~70°C -40°C ~70°C 4200RPM 191.79 20.38mmH2O 59DB B 411g 

APSD12012E 12V 7~13.2V 30W 2.5A -10°C~70°C -40°C ~70°C 4500RPM 205.49 23.41mmH2O 62DB B 411g 

APSD12024E 24V 12~26.4V 31.2W 1.3A -10°C~70°C -40°C ~70°C 4500RPM 205.49 23.41mmH2O 62DB B 411g 

APSD12048E 48V 24~52.8V 24W 0.5A -10°C~70°C -40°C ~70°C 4500RPM 205.49 23.41mmH2O 62DB B 411g 

APSD12024F 24V 12~26.4V 36W 1.5A -10°C~70°C -40°C ~70°C 4800RPM 219.19 26.63mmH2O 64DB B 411g 

APSD12024G 24V 12~26.4V 42W 1.75A -10°C~70°C -40°C ~70°C 5200RPM 237.46 31.24mmH2O 66DB B 411g 

Model List 

Option: 12V or 24V or 48V                                      S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

APSD120XXYY 
120x120x38mm 
3.88~6.727m3/min 
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                                                                                                                          Product Range 

Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#24,  “+” Red “-“Black 

Standard UL 1007 
Options:       Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
 
 

 

 
 
 
 
 

 

 

 

 

   

 

 
 
 
 
 
 
 
 

 
 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSC12012A 12V 6~13.8V 2.64W 0.22A -10°C~70°C -40°C ~70°C 2000RPM 72.1 3.4mmH2O 36.5DB B 278g 

APSC12012B 12V 6~13.8V 3.6W 0.3A -10°C~70°C -40°C ~70°C 2600RPM 96.88 5.44mmH2O 44.5DB B 278g 

APSC12012C 12V 6~13.8V 6W 0.5A -10°C~70°C -40°C ~70°C 3200RPM 115.47 7.95mmH2O 50.3DB B 278g 

APSC12012D 12V 6~13.8V 9.6W 0.8A -10°C~70°C -40°C ~70°C 3800RPM 138.8 10.81mmH2O 54.8DB B 278g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSD120XXYY 
120x120x38.1mm 
2.042~3.930m3/min 

Option: 12V or 24V or 48V                                      S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Die-Cast Aliminum 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#26,  “+” Red “-“Black 

Standard UL 1007 
Options:       Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
 
 

 

 
 
 
 
 

 

 

 

 

   

 

 
 
 
 
 
 
 
 

 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSC13512A 12V 7~13.8V 4.2W 0.35A -10°C~70°C -40°C ~70°C 1700RPM 91.9 2.53mmH2O 41.4DB B 115.3g 

APSC13512B 12V 7~13.8V 6W 0.5A -10°C~70°C -40°C ~70°C 2000RPM 108.12 3.49mmH2O 44.9DB  115.3g 

APSC13512C 12V 7~13.8V 9.36W 0.78A -10°C~70°C -40°C ~70°C 2300RPM 124.33 4.62mmH2O 48DB S 115.3g 

APSC13512D 12V 7~13.8V 14.4W 1.2A -10°C~70°C -40°C ~70°C 2600RPM 140.55 5.91mmH2O 50.6DB  115.3g 

APSC13512E 12V 7~13.8V 18W 1.5A -10°C~70°C -40°C ~70°C 2900RPM 156.77 7.35mmH2O 53DB S 115.3g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSD13512YY 
135x135x25mm 
2.6~4.43m3/min 

Option: 12V                                        S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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                                                                                                                          Product Range 

Material 
Frame:         Die-Cast Aluminum 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG#22,  “+” Red “-“Black 

Standard UL 1007 
Options:       Signal Output 
Bearing:       Two Ball Bearing 
Weight:        Approx. 780g(27.51oz) 
 
 

 

 
 
 
 
 

 

 

 

  

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

APSA172XXYY 
172x150x50.8mm 
5.811~9.201m3/min 
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                                                                                                                          Product Range 

 

 

 

 

 

 

 

 
 
 

 
 
 
 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA17212A 12V 8~13.8V 13.2W 1.1A -10°C~70°C -40°C ~70°C 2400RPM 205.14 9.83mmH2O 54.5DB B 780g 

APSA17224A 24V 12~28V 11.52W 0.48A -10°C~70°C -40°C ~70°C 2400RPM 205.14 9.83mmH2O 54.5DB B 780g 

APSA17248A 48V 24~56V 12W 0.25A -10°C~70°C -40°C ~70°C 2400RPM 205.14 9.83mmH2O 54.5DB B 780g 

APSA17212B 12V 8~13.8V 16.8W 1.4A -10°C~70°C -40°C ~70°C 2600RPM 222.23 11.54mmH2O 56.6DB B 780g 

APSA17224B 24V 12~28V 13.68W 0.57A -10°C~70°C -40°C ~70°C 2600RPM 222.23 11.54mmH2O 56.6DB B 780g 

APSA17248B 48V 24~56V 14.88W 0.31A -10°C~70°C -40°C ~70°C 2600RPM 222.23 11.54mmH2O 56.6DB B 780g 

APSA17212C 12V 8~13.8V 21.6W 1.8A -10°C~70°C -40°C ~70°C 2850RPM 243.6 13.86mmH2O 58.4DB B 780g 

APSA17224C 24V 12~28V 18.48W 0.77A -10°C~70°C -40°C ~70°C 2850RPM 243.6 13.86mmH2O 58.4DB B 780g 

APSA17248C 48V 24~56V 18.24W 0.38A -10°C~70°C -40°C ~70°C 2850RPM 243.6 13.86mmH2O 58.4DB B 780g 

APSA17212D 12V 8~13.8V 26.4W 2.2A -10°C~70°C -40°C ~70°C 3150RPM 269.24 16.93mmH2O 61DB B 780g 

APSA17224D 24V 12~28V 23.52W 0.98A -10°C~70°C -40°C ~70°C 3150RPM 269.24 16.93mmH2O 61DB B 780g 

APSA17248D 48V 24~56V 26.4W 0.55A -10°C~70°C -40°C ~70°C 3150RPM 269.24 16.93mmH2O 61DB B 780g 

APSA17224E 24V 12~28V 28.8W 1.2A -10°C~70°C -40°C ~70°C 3400RPM 290.61 19.73mmH2O 63DB B 780g 

APSA17248E 48V 24~56V 35.04W 0.73A -10°C~70°C -40°C ~70°C 3400RPM 290.61 19.73mmH2O 63DB B 780g 

APSA17248F 48V 24~56V 43.2W 0.9A -10°C~70°C -40°C ~70°C 3800RPM 324.8 24.62mmH2O 66.2DB B 780g 

Model List 

Option: 12V or 24V or 48V                                      S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 

APSA172XXYY 
172x150x50.8mm 
5.811~9.201m3/min 
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Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG “+” Red “-“Black Standard 

UL 1571 
Options:       Signal Output 
 
 

 

 
 
 
 
 

 

 

 

 

   

 

 
 
 
 
 
 
 
 

 
 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA3005A 5V 3~6.5V 0.3W 0.06A -10°C~70°C -40°C ~70°C 6500RPM 0.886 4.37mmH2O 26.5DB  7g 

APSA3005B 5V 3~6.5V 0.5W 0.1A -10°C~70°C -40°C ~70°C 7500RPM 1.0237 5.042mmH2O 29.5DB B 7g 

APSA3005C 5V 3~6.5V 0.7W 0.14A -10°C~70°C -40°C ~70°C 8500RPM 1.165 5.715mmH2O 32.5DB  7g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

APSA3005YY 
30x28x9(BLOWER)mm 
0.025~0.033m3/min 

Model List 

Option: 5V                                        S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG30 “+” Red “-“Black 

Standard UL 1007 
Options:       Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
 

 

 
 
 
 
 

 

 

 

 

   

 

 
 
 
 
 
 
 
 

 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA3505A 5V 3~6.5V 0.25W 0.05A -10°C~70°C -40°C ~70°C 6000RPM 0.5 2.55mmH2O 21DB SB 22g 

APSA3505B 
5V 4~6.5V 0.3W 0.06A -10°C~70°C -40°C ~70°C 8000RPM 0.6 4.62mmH2O 25DB SB 22g 

5V 3~6.5V 0.3W 0.06A -10°C~70°C -40°C ~70°C 8000RPM 0.6 4.62mmH2O 25DB SB 22g 

APSA3512B 12V 6~13.2V 0.816W 0.068A -10°C~70°C -40°C ~70°C 8000RPM 0.6 4.62mmH2O 25DB SB 22g 

APSA3505C 5V 3~6.5V 0.35W 0.07A -10°C~70°C -40°C ~70°C 10000RPM 0.6 7.48mmH2O 29DB SB/S 22g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

Model List 

APSA3505YY 
35x35x7(BLOWER)mm 
0.014~0.021m3/min 

Option: 5V   or 12V                                  S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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Material 
Frame:         Plastic PBT 94V0 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG28 “+” Red “-“Black 

Standard UL 1007 
Options:       Signal Output 
Bearing:       Ball Bearing or Sleeve Bearing 
 

 

 
 
 
 
 

 

 

 

 

   

 

 
 
 
 
 
 
 
 

 
 
 
 
 

 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA4545A 5V 3~6.5V 0.4W 0.08A -10°C~70°C -40°C ~70°C 4000RPM 4.02 1.21mmH2O 23DB  19g 

APSA4545B 5V 3~6.5V 0.6W 0.12A -10°C~70°C -40°C ~70°C 5000RPM 5.14 1.85mmH2O 26.5DB S/SB 19g 

APSA4545C 5V 3~6.5V 0.85W 0.17A -10°C~70°C -40°C ~70°C 6000RPM 6.26 2.56mmH2O 31.5DB  19g 

Air Flow-Static Pressure Characteristics 

APSE45XXYY 
45x45x10(BLOWER)mm 
0.114~0.177m3/min 

External Dimensions(mm) 

Model List 

Option: 5V                                      S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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Material 
Frame:         Aluminum ADC10 
Impeller:      Plastic PBT 94V0 
Lead Wire:   AWG “+” Red “-“Black Standard 

UL 1571 
Options:       Signal Output 
 

 

 
 
 
 
 

 

 

 

   

 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

Model Voltage 
Operating 

Voltage 
Rated 
Input 

Rated 
Current 

Operating 
Temp. 

Storage 
Temp. 

Speed 
Max. Air 

Flow (CFM) 
Max Aire 
Pressure 

Noise 
Bearing 

Type 
Weight 

APSA5505A 5V 3~6.5V 0.75W 0.15A -10°C~70°C -40°C ~70°C 3800RPM 5.9 7.4mmH2O 31.5DB  29g 

APSA5505B 5V 2.5~6.5V 1W 0.2A -10°C~70°C -40°C ~70°C 4300RPM 6.4 9.9mmH2O 33DB S/SB 19g 

APSA5505C 5V 2.5~6.5V 1.5W 0.3A -10°C~70°C -40°C ~70°C 4800RPM 7 12.8mmH2O 38DB SB 19g 

External Dimensions(mm) 

Air Flow-Static Pressure Characteristics 

APSA5505YY 
55x55x11(BLOWER)mm 
0.167~0.198m3/min 

Model List 

Option: 5V                                   S: Sleeve bearing,  B: Ball bearing,  SB: One ball one sleeve 
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Model ASPA9281 APSA9281-N 

Rated Voltage 110Vac 220Vac 

Maximum Efficiency 3.19kg-cm 4.07kg-cm 

Maximum Power 4.94kg-cm 6.17kg-cm 

Maximum Efficiency Speed 154 RPM 190 RPM 

Maximum Efficiency Input 8W 11W 

Maximum Efficiency Current 0.12 A 0.1A 

Insulation Grade Class E Class E 

Motor Data 

Three-Phase Brushless Motors for Ceiling Fans 

1. Direction of Rotation Reversible 
2. Ambient TEMP. & HUMIDITY 

TEMP. 0〜40℃ HUMID. 20〜90% RH(Non-condensing) 
3. Ambient TEMP. & HUMIDITY 

TEMP. 0〜40℃ HUMID. 20〜90% RH(Non-condensing) 
 

Performance Curve 

Features: We supply DC brushless motors for ceiling fans with long life, 

with high efficiency and low consumption. It also has the advantages of low 
Temperature rise. And the use of the ball bearings with high precision for the 
motor makes the noise minimized, which is an ideal product for replacing the AC 
fan motor for ceiling fans. This series of motors are highly praised and 
appreciated by Japanese customers. 
 

Remarks: Customized designs can be provided as well as the motor with 

drivers if needed. 
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*Product images are for illustrative purposes only and may vary from actual design. 
*Specifications are subject to change without notice. Autec is not responsible for issues arising from errors or omissions. 

 

B=Special Option:  
            S: Sleeve Bearing 
            B: Ball Bearing 
            BS: One Ball One Sleeve 
            L: Long life sleeve bearing 
            N: High Air Pressure-Airflow 
            K: Speed Tune at 5% 
            M: Speed Tune at 10% 

Part Number Scheme 

APS XX 80 12 A B-YY-W-XX 

APS=Autec Power Systems 

-XX=Thickness:  
Black: Standard Type 
            From 00 to 38 

-W=Housing Style:  
            R: Rib Style 
            S: Single Flange 

-YY=Options:  
T: Temperature Detecting Variable Speed Fan 
AH: Tachometer Output when locked rotor signal at 
high level voltage position 
A: Tachometer output with locked rotor signal may 
in low- or high-level voltage position 
TA: Tachometer output and variable speed fan 
O: Over Current Protection 
F: Forced to Full Speed 
OA: Tachometer Output and Over Current Protection 
RD: Locked rotor Detected Function 

XX= Series No. 
Different series represent different generation 
or thickness. A120. A92. A80. A60. B120.B92. 
B80. B60.B135 

80= Frame Size 
Ex) 80= 80x80x20mm 
      25=25x25x6.2mm 
    172=172x172x50mm 

12=Input Voltage 
Ex) 12= 12V 
      48=48V 
    

A=Speed 
A= Low Speed 
B= Medium Speed 
C= High Speed 
D, E, F=Super High Speed    
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