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◼ Features                                            
• Rated Voltage 3V 

• 2-phase 

• 4 poles 

◼ Application 
• Servers, Workstations, Storage systems, and IPC 

◼ Model List 

 

 

 

◼ Technical Data 

Rated voltage 3V Voltage added to both ends of the terminal 

Rated load Vibrator 

Rotation direction CW OR CCW 

Motor position Any position 

Voltage range DC2.7～3.3V 

Temperature  Room Temperature 

Humidity  60±5%RH 

Motor position Horizontal 

Power supply DC Power Supply DC 3V±5% 

Rated speed 12000±2500rpm At Rated voltage and rated load 

Rated current 100mA max @rated voltage and rated load 

Stall current 120mA max @rated voltage and shaft locked 

Starting voltage DC 2.3V MAX At rated load any position of rotor 

Terminal Resistance 
1 Phase contact: 30Ω±15% 
2 Phase serial: 56Ω±15% 

2 Phase parallel: 16Ω±15% 

Insulation Resistance 10MΩ MIN Test between lead wire and case at DC 100V 

Insulation voltage DC50V between lead wire and motor case for one minute 

Mechanical noise 
At rated voltage, Back ground noise：25 dB(A) Max, Fix the motor in a test jig. 

Microphone is faced to the motor and recedes by 10cm, 45dB(A)MAX 

Vibration swing ≥1.2G 

Configuration Vernier caliper 

To ensure the coherence, it must be tested according to the chart. However, the range of temperature can be  5~35℃ and 

humidity 45～85%RH if there is no doubt about the judgment. 

 

*Product images are for illustrative purposes  
only and may vary from actual design.  
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◼ Technical Data(cont.) 

Weight 1.0g 
Packaging 470x275x185mm/4000pcs 

Lead wires loose strength ≥0.5Kgf 
Motor collapse strength ≥1Kgf 

High  temperature exposure 
Temperature: (70±2) ˚C 

Time: 96H 
Humidity: Normal Humidity 

Low  temperature 
exposure 

Temperature: (-40±2) ˚C 
Time: 96H 

Humidity: Normal Humidity 

Humidity test 
Temperature: (55±2) ˚C 

Time：96H 

Humidity: 91%～95%RH 

Drop test 

Direction:  x, y, z 
High: 1.5m 

Time: 2 times 
Test State: Put the motor in a weight of about 100Grams for test, free fall to the 

large stone table 

Vibration test 
Frequency: 10~55~10Hz/min 

Direction:  x-y-z 
Time: 90min/Each 

Thermal Shock test 
Temperature: -40 ˚C ~80 ˚C 

Time: 1h 

Circle Cycle: 32 cycles 

Life test 

Voltage DC 3.0V 
Load: Counter weight 
Temp.: Room Temp. 

Humidity: 60%RH~70%RH 
1 cycle：2sec ON 2sec OFF 

life cycles：96H 

Drum Testing 
High: 1m 

Roller speed: 13±1 
Time: 300times 

 
 
 
 
 
 
 
 

mailto:sales@autec.com
http://www.autec.com/


          

                                                                                                                                                              Coin Vibration Motor 

Technical Sales / Customer Service:        +1-818-338-7788        •       Email:   sales@autec.com 
31328 Via Colinas Suite 102   •    Westlake Village, CA 91362 USA     •     www.autec.com  

May 26, 2022         
3 / 4 

                                                                                                       Series 

◼ Mechanical Noise Diagram 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

◼ Test Diagrams 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Life Test 

Thermal Test 
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◼ Mechanical Diagram 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

*Product images are for illustrative purposes only and may vary from actual design. 
*Specifications are subject to change without notice. Autec is not responsible for issues arising from 

errors or omissions. 

Part Number Scheme 
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UL 1571 AWG32#(7/0.08)LF 
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