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Caravaggio
OVEN

Technical Data
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A Supply input

B Equipotential

C
Disconnect switch (American market products 
only)

D Hood supply input

E Oven smoke exhaust
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Caravaggio CR 5

Technical data

Units of 
measurement

Models
single double

Pizza 
cooking capacity

No. 5 x 12" or
2 x 14"

10 x 12" or
8 x 14"

Power supply 
(50/60 Hz)

Volt
230V 1 PHASE

400V 3 PHASE

Maximum 
absorption

kW
max

9.7 9.7 + 9.7

Connecting 
cable size

Single phase: 3G10 (10mm)
Three Phase: 5G4 (4mm)

Power required 
on site

Single phase 

230V 

 Three-phase 

400V 

Average consumption kWh 5.8 11.6

Net weight kgs 230 450

External  
packaging 
dimensions

Width (mm)
Depth (mm)

Height (mm)

1370
1450
615

1370
1450
960

*	 Caution: the values stated refer to one oven chamber. 
Double ovens have 2 inlets and therefore 2 different lines

230V 1 PHASE

400V 3 PHASE

Single Deck 60 Amp
Twin Deck 2 x 60 Amp 

Single Deck 16 Amp
Twin Deck 2 x 16 Amp  
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A Supply input

B Equipotential

C
Disconnect switch (American market products 
only)

D Hood supply input

E Oven smoke exhaust
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ALIGNMENT OF THE OVEN WITH THE SUPPORT

Make the oven corners match those of the support 

COOKING CHAMBER DIMENSIONS

Oven
Support
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Caravaggio CR 8

Units of 
measurement

Models
single double

Pizza 
cooking capacity

No.
10 x 12" or

8 x 14"
20 x 12" or
16 x 14"

Power supply 
(50/60 Hz)

Volt 400V 3ph 400V 3ph

Maximum 
absorption

kW
max

11.8 11.8 + 11.8

Connecting cable  
size

Cable type:
 Three Phase: 5G4 (4mm)

Power required
Three phase 

400V 
Single Deck 60 Amp

Twin Deck 2 x 60 Amp

Average consumption kWh 7.1 14.2

Net weight kgs 270 520

External  
packaging 
dimensions

Width (mm)
Depth (mm)

Height (mm)

1600
1680
615

1600
1680
960

*	 Caution: the values stated refer to one oven chamber. 
Double ovens have 2 inlets and therefore 2 different lines 

A Supply input

B Equipotential

C
Disconnect switch (American market products 
only)

D Hood supply input

E Oven smoke exhaust
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Technical data

A Supply input

B Equipotential

C
Disconnect switch (American market products 
only)

D Hood supply input

E Oven smoke exhaust

Caravaggio CR 8
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AC 3 N400
mod. TS
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Wiring diagrams

Abbreviation Description
CTRL.B Oven control board

C Motor start capacitor
F Noise filter

FU Fuses
ID Digital input for remote ignition
KM Contactor BF09-MC09
L Cooking chamber lights

M1 Board cooling fan motor
M Chimney opening motor

PW.B Power board
RA1,2,3 Top resistors
RB1,2,3 Bottom resistors

ST Safety thermostat
ST1 Cooling fan clickson
TB Terminal board
TC Thermocouple
TR Light transformer 50VA, 230/12Vac

TR1 Transformer 20VA, 230/12Vac
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AC 3 N400
mod. CD
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Abbreviation Description
CTRL Oven control board

CTRL.SF Chimney adding board
FU Fuses
Ks Safety contactor BF09-MC09

KA1 Top res. half power BF09-MC09
KA2 Top res. full power BF09-MC09
KB1 Bottom res. half power BF09-MC09
KB2 Bottom res. full power BF09-MC09

L Cooking chamber lights
M1 Board cooling fan motor
M Chimney opening motor

RA1,2,3 Top resistors
RB1,2,3 Bottom resistors

ST Safety thermostat
TB Terminal board

TKA Top resistor thermocouple
TR Transformer 50VA, 230/12V AC
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AC 230
mod. TS

ECO ECO

ECO

R

N

S T

RA1

ST1

RA2

RA3

RB1

RB2

RB3

A1

A2

A3

B1

B2

B3

M M1 TB

L

F

230 Vac
50/60 hz
0,11/0,09 A

1

Lx2

A2

A1

KM
BF09
In=09A
I55°C=20A

FU
T2,5AL250V

TR
230Vac/12Vac
50VA

MM

C
0,12  microF

ST

FU
F1AL250V

ON/OFF LU SF TSA TSB PWB PWA TA AL1 SA A2 RA A3 TB B1 SB B2 B3RBCOM

AC

DC

FU
F315mAL250V

CTRL.B.

RS485
GND

12Vcc

D-
D+

G
N

DD
-

D
+

ID

TC

RS485

PW.B

MICROPROCESSOR

KEYBO
A

RD D
ISPLAY

TO
U

CH

TR1
230Vac/12Vac
20VA

FU
T2,5AL250V

Θ

Θ

Wiring diagrams

Abbreviation Description
CTRL.B Oven control board

C Motor start capacitor
F Noise filter

FU Fuses
ID Digital input for remote ignition
KM Contactor BF09-MC09
L Cooking chamber lights

M1 Board cooling fan motor
M Chimney opening motor

PW.B Power board
RA1,2,3 Top resistors
RB1,2,3 Bottom resistors

ST Safety thermostat
ST1 Cooling fan clickson
TB Terminal board
TC Thermocouple
TR Light transformer 50VA, 230/12Vac

TR1 Transformer 20VA, 230/12Vac
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AC 230
mod. CD
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Abbreviation Description
CTRL Oven control board

CTRL.SF Chimney adding board
FU Fuses
Ks Safety contactor BF09-MC09

KA1 Top res. half power BF09-MC09
KA2 Top res. full power BF09-MC09
KB1 Bottom res. half power BF09-MC09
KB2 Bottom res. full power BF09-MC09

L Cooking chamber lights
M1 Board cooling fan motor
M Chimney opening motor

RA1,2,3 Top resistors
RB1,2,3 Bottom resistors

ST Safety thermostat
TB Terminal board

TKA Top resistor thermocouple
TR Transformer 50VA, 230/12V AC
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AC 3 208
mod. TS
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Abbreviation Description
CTRL.B Oven control board

C Motor start capacitor
F Noise filter

FU Fuse ULKTK 600V 2A
FU1 Fuse ULKTK 600V 0.5A
ID Digital input for remote ignition
KM Contactor BF26-MC32
L Cooking chamber lights

MF Fan
M Chimney opening motor

PW.B Power board
RA1,2,3 Top resistors
RB1,2,3 Bottom resistors

RS Rotary switch
ST Safety thermostat

ST1 Cooling fan clickson
TB Terminal board
TC Thermocouple
TR Light transformer 50VA, 208/12Vac

TR1 Transformer 30VA, 208/12Vac
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