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MODULAR
CASHIER UNIT

DATA OUTLET NEMA GFCI 5-15
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S/S LINED CASHIER
KNEE RECESS

31_0"
COUNTER HEIGHT
2'-10"

TRAYSLIDE HEIGHT

REMOVABLE CPU_SHELH

L

120V 1¢
7.3 AMPS
NEMA 5-15P

STANDARD FEATURES

FRAME: Featuring frameless construction utilizing 16 gauge stainless steel corner mullions with top and bottom
horizontal members of 16 gauge stainless steel.

CASTERS: Heavy duty 5" diameter adjustable polyurethane casters with brakes all the way around.

with optional LED light fixtures and heat lamps with infinite control located in control panel.
FRONT BODY PANEL: Removable front panels in a wide array of options.
TRAYSLIDE: 14 gauge stainless steel with inverted vee ridges on fold—down brackets.
STAINLESS STEEL SPECIFICATION: Al stainless steel to be type 304 with number 3 finish.
MODULE LATCHING: Easy operation pin and slide module latching in top turndown where required.

MODEL MCT—CRSG SHOWN

TOP: 14 ga. stainless steel with 2" turndown on all sides and sound deadening applied between top and frame.
SNEEZE GUARD: Elite 4 custom quards with 1" round stainless steel tubing post. 3/8" tempered glass NSF rated

FILE: MCT-CRSG-1
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