
Enterprise-Class, Fully Optimized Internet Service
Blended IP – Up to 10Gbps Now Available

CoreSite’s Blended IP product is an ideal solution for scalable, fully optimized 
internet service. For businesses that require production-level internet, our 
Blended IP offers 100% SLA uptime that is achieved through a blend of Tier-1 
carriers and fully redundant hand-offs. With quick setup and flexible bandwidth 
options, Blended IP makes sense for almost every use case and provides expanded 
bandwidth management and public cloud connectivity.

SOLUTION BRIEF

WHAT IS IT?
CoreSite’s Blended IP service is designed to make it easier for enterprises to manage 
their IT solutions through a single billing model. Dedicated internet service is often 
needed with a data center deployment. Blended IP combines multiple upstream ISP 
providers and local internet exchanges (including the CoreSite Any2Exchange®) to get 
you the fastest data transfer vs. a single internet carrier. We offer single connections for 
traditional connectivity or fully redundant connections for mission-critical applications, 
all with fixed monthly fees and service rates up to the committed information rate of 
10Mbps, 50Mbps, 100Mbps, 300Mbps, 500Mbps or 1Gbps service options on 1G ports 
or 2.5Gbps, 5Gbps, 7.5Gbps or full 10Gbps service options on 10G port.  Additionally, our 
Blended IP service includes static IPv4 and IPv6 addresses and supports BGP routing.

BENEFITS

BLENDED IP TECHNICAL SPECIFICATIONS

Single or dual handoff options

72-hour activation intervalUp to 11 useable IP addresses; larger 
IP blocks reviewed on individual 
case basis

24x7x365 service monitoring and 
management through CoreSite’s 
Operations Service Center

Ten service rate options available: 
From 10 Mbps to 10Gbps

Streamlined management — one combined bill for 
internet and your data center solutions

Improved performance — better redundancy, 
dedicated bandwidth, ultra-low latency

Quick set up — 72-hour activation interval

Flexible — different options for connectivity, 
bandwidth and routing

Reliable — SLA-backed service

Low-latency Tier-1 ecosystem



Asia-
Pacific

Europe

South 
America

Central
America

Open Cloud Exchange®

IBM Cloud Direct Link

AWS Direct Connect

Alibaba Cloud

Google Cloud Interconnect

Oracle FastConnect

Microsoft Azure ExpressRoute Market Inter-site Connectivity

International Connectivity (subsea cables)

Native Cloud Onramps

SILICON VALLEY, CA

LOS ANGELES, CA

SV1

LA1

SV3

LA3

SV5 SV7
SV2

LA2

SV4 SV6 SV8

N. VIRGINIA AND DC

VA1 VA3 DC2
VA2 DC1

                   Open Cloud Exchange®

Our software-defined networking platform provides secure 
access to all major cloud providers in each of our 10 markets.
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