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RC CALCO 
HIGH-QUALITY LIME PAINT FOR INTERIOR AND EXTERIOR 

 

Natural lime mortars & lime paints 
 

 

ADVANTAGES OF RC CALCO 

✓ Extremely frost- and thaw-resistant 

✓ Extremely vapor-open 

✓ Good adhesion to mineral surfaces 

✓ Avoids the growth of mold and micro-organisms 
✓ Environmentally friendly 

 

Description 
 

RC CALCO is a “historic” lime paint for finishing layers in the old-fashioned way and is ready for use. The composition is a 

during 12 months aged and in paste dispersed lime hydrate with natural fillers. Because RC CALCO is a pure lime paint, this 

paint has excellent properties against fungi and bacteria. This makes it extremely suitable for indoor and outdoor applications 

in the restoration and renovation of historic buildings and monuments. 

 

Properties 
 

• Water-based; 

• Environmentally friendly; 

• Good adhesion on mineral surfaces; 

• Extremely frost- and thaw-resistant; 

• Extremely vapor-open; 

• Avoids the growth of micro-organisms; 

• Weather resistant. 

 

Substrate 
 

The substrate must be clean and cleaned in advance with water under high pressure. Old paint layers, synthetic plasters or 

paints (acrylic, oil paint…) must be removed. 
 

Old and powdered or unstable surfaces must first be fixed with RC FOND (undiluted). 

Apply RC FOND with a brush or roller. Consumption: 0,15 l/m². 
 

In the presence of moss, it is always recommended to first treat the surface with RC KILGREEN (see technical data sheet). 

 

Application instructions 
 

Stir RC CALCO carefully and sufficiently until a lump-free homogeneous “slurry” is obtained. Application can be done by 

brush or roller, in two coats, diluted with 15 to 25% water, with an interval of 4-6 hours between each layer. To avoid 

incrustations, large uninterrupted areas should be done in one operation, wet-in-wet.  
 

For some colors it may be necessary to apply a third coat after 8 hours of drying time. 

 

Consumption 
 

5-6 m²/kg/layer, depending on the porosity and egalisation of the substrate. 

On a substrate of RC KALEI or RC KALEI F: 0,6 – 0,7 g/m² for 2 layers. 

 

 

 

 

 



RC CALCO     2 / 2 

 
 

Technical characteristics 
 

Base:  Dispersed calcium hydrate  

Aspect: Paste 

Color:  Wit and light colors according to Reynchemie colorsystem 

Additives:  Marble powder 

Organic additives:  < 4% 

pH: 13 

Glosse Matte 

Density: 1,4 kg/l 

Vapor permeability: sd = 0,05 m (DIN 52615) 

Diffusion resistance: W = 0,4 / (m2h0,5) (EN1062-3:2001) 

Recoatable: 4/6 hours at 20°C/65% r.h. 

VOC: 5 g/l 

  

Security 
 

Consult the most recent safety data sheet. 

 

Remarks 
 

• Do not use at temperatures below 5°C and above 30°C, on a frozen surface or in rainy weather. 

• Protect the surfaces from rain in the first 24 - 48 hours after application. 

 

Cleaning of equipment 
 

With water immediately after use. 

 

Storage / Shelf life 
 

12 months in the original, unopened packaging in a frost-free place. 

 

Packaging 
 

5kg (item no. 609107) and 20 kg (item no. 609007). 
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Legal Notes
 

The information, and, in particular, the recommendations relating to the application and end-use of Reynchemie products, are given in good faith based on Reynchemie current knowledge and experience 
of the products when properly stored, handled and applied under normal conditions in accordance with Reynchemie recommendations. In practice, the differences in materials, substrates and actual 
site conditions are such that no warranty in respect of merchantability or of fitness for a particular purpose, nor any liability arising out of any legal relationship whatsoever, can be inferred either from 
this information, or from any written recommendations, or from any other advice offered. The user of the product must test the product’s suitability for the intended application and purpose. Reynchemie 
reserves the right to change the properties of its products. The proprietary rights of third parties must be observed. All orders are accepted subject to our current terms of sale and delivery. Users must 
always refer to the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request. 

  


