
Technical Specifications Sheet
Fabric Medical Respirator

Product Overview

Disposable respirators are subject to various regulatory standards around the world
(such as the three standards below). Such standards require particular physical
attributes and performance characteristics, which are defined in order for respirators
to declare compliance with the corresponding standard. Respirators that are given
N95/KN95/FFP2 performance ratings are regularly recommended by medical
pprofessionals and public health authorities throughout pandemic or emergency
situations. Respirators certified as meeting the standards below can be expected to
perform similarly to one another.

 - N95 (United States NIOSH-42CFR84)
 - KN95 (China GB2626-2006)
 - FFP2 (Europe EN 149-2001)

In January of 2020, 3M published this document comparing, in-depth, N95, KN95, and
FFP2 FFP2 compliant respirators. Based on these comparisons, it is reasonable to regard the
Chinese-certified KN95 as “equivalent” to US NIOSH N95, and European FFP2
respirators, for filtering non-oil-based particles such as those resulting from wildfires,
PM 2.5 air pollution, volcanic eruptions, or bioaerosols (e.g. viruses).

Disclaimer

Fabric Medical, LLC maintains that the information in its Technical Specifications 
Sheet is accurate and embodies the best and most current information available. 
SSubsequently, Fabric Medical will not be accountable for damages resulting from the 
use of or reliance upon this information.
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https://multimedia.3m.com/mws/media/1791500O/comparison-ffp2-kn95-n95-filtering-facepiece-respirator-classes-tb.pdf
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Key Features

Specifications and Composition

Do Not Use For

Approvals and Standards

Country of OriginUse For

Time Use Limitation
- Replace the respirator when it becomes
 dirty, damaged, or difficult to breathe
 through

Ordering Information
- 100,000 or less: $3.60/mask
- 100,000 - 499,999: $3.20/mask
- 500,000 or more: $2.80/mask
- Shipping: ¢.40/mask
- Estimated transit time: 
 at most 8 business days
  - Displayed prices assume 50% down, 
   50% net 3. Prices subject to change 
   based on negotiated payment terms 
   and recurring order quantity

2

- Made in China

Shelf Life and Storage

Manufacturer
- Ningbo Sanzhong Power Tools 
 Co., LDT

- KN95 approved rating
 (China GB2626-2006) 
- FFP2 standard

- Store respirators in the original
 packaging, away from 
 contaminated areas, dust, 
 sunlight, extreme temperatures, 
 excessive moisture, and 
 damaging chemicals
- - Store in temperatures between 
 -4°F (-20°C) and +86°F (+30°C) 
 and not exceeding 80% RH

- KN95 approved
- Soft, adjustable nose clip
- Nose foam
- Flexible head and neckband
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- Color: white
- Size: universal
- Exhalation valve: none
- Straps: polyamide 
- Nose clip: PP+ steel 
- Nose foam: polypropylene
- Fil- Filter: polypropylene
- Weight: 6.3g
- This respirator contains no components
 made from natural rubber latex

- Filtering solid particles and liquid mists
 in concentrations not exceeding 10X
 PEL/OEL

- Filtering solid particles and liquid mists
 in concentrations exceeding 10X
 PEL/OEL
- Harmful gases and steam
- Hypoxic environments, underwater operations,
 or fire fighting


