MP-series –
Multi-photon Microscope

Turn-key, Flexible, Multimodal, Compact

Easy-to-use and
Truly Turn-key
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Multimodal Microscope

Multi-photon, Single-photon, Brightfield

The MP-series is a truly turn-key, integrated,
compact, easy-to-use, maintenance-free and
easy-to-install imaging platform which offers
refinded multimodality. The user does not
need to worry about laser alignment, detection
efficiency, non-compatible or misaligned
hardware over time. It can easily be operated
even by non-experts. The built-in multimodality
combination of imaging capabilities allows more
features for correlative microscopy of any
system available. Once the sample is positioned
the user is allowed to switch modalities,
resolution and imaging level (micro or macro)
without changing the device.
The novelty of the MP-series is in the compact
integration of the light sources combining
detection modules and beam handling optics.
This enables a new perspective for exploring
multimodal microscopy.
Researchers can move the microscope to
different locations and scan positions in space
– also inverted and horizontal configuration
of the scanhead is possible. The modular and
flexible layout can be upgraded at a later
stage and ensures that extra features can be
added over time on the same platform.

Outstanding
Features
Modern and highly integrated design: turn-key, all
main components designed and supported in-house.
One device for three modalities, micro and macro
level sample sizes and different resolutions –
Multimodality at its best!
System works out of the box.
Compact form-factor – no optical table required.
Optics permanently aligned.
Free-moving scanhead also with inverted or
horizontal configuration allows unlimited application
possibilities.

Scanhead and controller box are connected
through a flexible, non-detachable umbilical.
The compact scanhead can be rotated and
translated in any direction, and enables a broad
spectrum of multi-photon-based imaging –
cells, molecules and live whole animal imaging.
All components contained within these units
are rigidly fixed.
The controller on wheels incorporates a
built-in high performance PC together with
electronic and photonic devices. Only a
power cord, keyboard, mouse and display need
to be connected to the controller box to be
completely operational.
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Upgradable Standard Versions
The MP-series multi-photon multimodal
imaging platform is based on a modular concept.
We offer three standard models where each
can be upgraded with various options and
accessories, to completely maximize the utility.

This offers every user the unique flexibility
to design a multi-photon microscope tailored
to their specific need and budget.

MP-1040 MP-920F
Fixed wavelength:

1040 nm

Fixed 2 wavelength:

920 nm (others upon request)

Tunable 2 wavelength:

750 - 1150 nm
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✗
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MP-Tune

✓
✗
✓

Resonant - galvo-galvo scanning module

Optional

Optional

Optional

Single-photon fluorescence modality

Optional

Optional

Optional

Brightfield Epi-modality

Optional

Optional

Optional

Software Solution
Fiji

Chromogazer

The pre-installed software allows the collection of more
reliable data in less time. Windows 10 scripts are
customized to automate workflows and integrate
external image analysis applications (e.g. ImageJ, Fiji,
Matlab, µManager) into every processes.
Laser scanning is controlled by ScanImage by Vidrio –
the world leading scan software.
The software provided will be customized to optimize
procedures, data analysis and overall usability.

Scanimage
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It‘s your choice!

Gain insights with the
Revolutionizing MP-series

Multi-photon Scanhead

Built-in femtosecond fiber laser
Built-in PMTs (up to 4 channels)
Piezo objective scanner optional
Motorized 3-position turret
Nikon objective 16x CFILWD,
0.8 NA, 3.0 WD

Translation

3 - 5 axis stages allow scanhead
rotation and translation in 3D

Cockpit

Easy access to individual settings
and workflows

Controller
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Stand-alone controller with handles
and wheels
Air cooled
High performance PC
High resolution display
Software, mouse and keyboard
included*
90 - 230 VAC input,
<800 W power consumption
Non-detachable umbilical between
controller and scanhead (2 m)
* Support table not included.

Free-moving
Scanhead

The free-moving scanhead allows imaging of a broad variety of samples.
Custom designed motion control solutions upon request.

Multi-photon Signal Detection
Software controlled transimpedance amplifiers,
individually configurable in bandwidth, gain,
offset, low-pass filter
Up to 4 ultrasensitive GaAsP PMTs,
non-cooled (Epi-detection)
Filters individually and manually changeable
Maximum of 4 PMTs controlled by
ScanImage
10° collection angle

Single-photon Fluorescence Imaging
Software controlled motorized switching
between built-in multi-photon, fluorescence
and brightfield imaging modalities
Fully software controlled and built-in lightsource with up to 8 channel
Pre-installed and configured µManager

Unstained autofluorescence sunflower seed (16x, 0.9 NA)
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Contacts
EU

USA

China

Prospective Instruments LK OG
Stadtstrasse 33, 6850 Dornbirn, Austria
Phone +43 5572 206 456
Email contact@p-inst.com
www.p-inst.com

two-level systems
442 W. Hamilton Street
Suite # 4275
Allentown, PA, 18101
Phone (610) 880-7503
Email info@two-levelsystems.com
www.two-levelsystems.com

Sinsi Technology Co., Ltd.
F2, No. A20, Block 13, HEping Street,
Chaoyang District, Beijing 100013, China
Phone +86 10 61666616-602
Email info@sinsitech.com
www.sinsitech.com

Switzerland

Leads Bio-Technology Limited
Rm. CA158, Bld. 22, No. 1-30, Lane 88 Min
Bei Road
Minhang District, Shanghai 201107, China
Phone +86 18260099904
Email info@leads-tech.com
www.leads-tech.com

Prospective Instruments GmbH
Althardstrasse 70, 8105 Regensdorf,
Switzerland
Phone +41 79 768 41 22
Email contact@p-inst.com
www.p-inst.com

Keep up-to-date: Visit our website or follow us on social media.
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