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MEDIUM & HEAVY WALL
NMR SAMPLE TUBES

Medium Wall NMR Sample Tubes
Medium wall (0.8 mm) NMR tubes offer a considerable increase in the margin of safety against 
breakage while keeping 65% of the sample volume. Can be used for student use or in auto-sampling 
systems. Available either constricted and/or amberized.

Item No. MHz O.D.
(mm)

I.D.
(mm)

Wall
(mm)

Length
(mm)

Packed
In Lots of

S-5-500-HW-7 up to 500 4.97 ± 0.013 2.20 ± 0.025 1.4 178 5

S-5-500-HW-8 up to 500 4.97 ± 0.013 2.20 ± 0.025 1.4 203 5

S-5-500-HW-9 up to 500 4.97 ± 0.013 2.20 ± 0.025 1.4 228.6 5

Item No. MHz O.D.
(mm)

I.D.
(mm)

Wall
(mm)

Length
(mm)

Packed
In Lots of

S-5-500-MW-7 up to 500 4.97 ± 0.013 3.43 ± 0.025 0.8 178 5

S-5-500-MW-8 up to 500 4.97 ± 0.013 3.43 ± 0.025 0.8 203 5

S-5-500-MW-9 up to 500 4.97 ± 0.013 3.43 ± 0.025 0.8 228.6 5

Heavy Wall NMR Sample Tubes
Heavy wall (1.4 mm) NMR tubes offer the ultimate protection from breakage, either through rapid changes in temperature 
or pressure, or from mishandling. Recommended for use with hazardous or radioactivesamples, where sample containment 
is critical. Available either constricted and/or amberized.

S-5-500-HW-7

S-5-500-MW-7


