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FEATURES
• 	Hazardous locations certified camera
• 	AISI316L stainless steel construction
• Certifications for use in Zone 1 and 2,
	 Group IIC T6 (Gas), and in Zone 21
	 and 22, Group IIIC T85° (Dust)
• 	Exceptional corrosion resistance
• 	Video recordings with incredibly bright 		
	 day and night colours
• 	Fiber Optic network connectivity
• 	Server based video system analytics

OVERVIEW 
The EXIPCAM2010 explosion-proof camera 
delivers high performance video monitoring for 
refineries, gas pipelines, offshore platforms, 
industrial processes and other industries where 
potentially explosive atmospheres may exist.

High quality imaging is made possible by the 
HD, 1080p, 60fps camera with 10x or 30x 
optical zoom. The video is transported over 
an IP based Ethernet network, using H.264/
AVC and MJPEG compression.

KEY BENEFITS
• 	Durable, low maintenance housing
• 	Certified for environments with
	 combustible dust and gases 
• 	High quality, high definition video
• 	Precise zoom control
• 	Built-in wiper for 24/7 assessment 

EXIPCAM2010
HAZARDOUS LOCATIONS CERTIFIED STAINLESS STEEL VISUAL CAMERA
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OVERALL DIMENSIONS Unit: mm (inches)
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MAX EXTERNAL LENGTH 
  L1 [mm]                 L2 [mm] 

630mm (20in) 437mm (17in) 
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MONITORING ARCHITECTURE
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TECHNICAL SPECIFICATIONS      

ELECTRICAL
Thermostatically controlled 
heater

T[°C] ON =  12 ± 4°C
T[°C] OFF = 20 ± 3°C

Available voltages 24VAC, 120VAC (+/-10%) 
PoE available upon request.

Max power consumption 25W

CERTIFICATIONS
Ingress Protection EN 60529 (IP66/IP67); NEMA 4X

Certifications  Rating

Class I, Zone 1, AEx db op pr IIC T6 Gb 
-40°C ≤ Tamb ≤ +60°C Zone 21, AEx tb 
IIIC T85°C Db -40°C ≤ Tamb ≤ +55°C 
Zone 21, AEx tb IIIC T90°C Db -40°C ≤ 
Tamb ≤ +60°C Class I, Zone 1, AEx db op 
pr IIB T5 Gb -40°C ≤ Tamb ≤ +75°C Zone 
21, AEx tb IIIC T100°C Db -40°C ≤ Tamb 
≤ +70°C Zone 21, AEx tb IIIC T105°C 
Db -40°C ≤ Tamb ≤ +75°C Class I, Div 
2, Group A, B, C, D T6 -40°C ≤ Tamb ≤ 
+60°C * Class I, Div 2, Group C, D T5 
-40°C ≤ Tamb ≤ +75°C *

* Suitable for Class I Div 2 using Zone 1 wiring methods as permitted per NEC Art. 501

EMC EN 50130-4; EN 55035 ; EN/IEC 61000-
6-2 ; EN/IEC 61000-6-4

LVD EN 60950-1; EN 60950-22
FCC FCC part 15B
RoHS 2011/65/EU + 2015/863/EU (RoHS 3)
WEEE 2012/19/EU

North American Standards

FM Class 3600; FM Class 3810; ANSI/UL 
61010-1; ANSI/UL 60079-0;
ANSI/UL 60079-1; ANSI/UL 60079-28; 
ANSI/ISA 60079-31;
ANSI/UL 50E; ANSI/IEC 60529
CSA C22.2 No. 0.4; CSA C22.2 No. 0.5; 
CAN/CSA C22.2 No. 61010-1;
CAN/CSA-C22.2 No. 60079-0; CAN/
CSA-C22.2 No. 60079-1;
CAN/CSA-C22.2 No. 60079-28; CAN/
CSA-C22.2 No. 60079-31;
CSA C22.2 No. 94.2; CAN/CSA C22.2 
No. 60529

IECEX Standards IEC 60079-0; IEC 60079-1; IEC 60079-
28; IEC 60079-31

ACCESSORIES
SSBK-M Wall mounting bracket
SSPM-M Pole mount adapter for SSBK-M
SSPTM-M Top pole mount adapter

Available upon request:
   • built-in Single Mode fiber optic Media Converter
   • POE

SPECIFICATIONS
  CAMERA
Zoom 3x Optical 10x Optical

Sensor 1/2” 2MP CMOS Prog. 
Scan

1/3” 2MP CMOS Prog. 
Scan 

Lens Type Day & Night Zoom Lens, ICR, Auto Iris
Focal Length f=3.6mm - 10mm f=5.1mm - 51mm
Aperture 
Ratio F1.5 (wide) - F2.7 (Tele) F1.6 (wide) - F1.8 (Tele)

“Angle of 
View     
 (D/H/V)”

Wide 96.3º / 88.4º / 57.4º  Wide 68º / 54º / 31º

Tele 46.1º / 40.7º / 23.6º Tele 6.7º / 4.9º / 4.0º 

Min. 
Illumination

Color : 0.15 lux, BW : 0.01 
lux Color : 0.5 lux, BW : 0.1lux

Color DSS : 0.0375 lux,  
BW DSS : 0.002 lux”

Color DSS : 0.125lux,  
BW DSS : 0.025lux

Reset Factory Defaults	
Power Input 12 VDC, or 24 VAC, or 24 VDC
Power 
Consumption 7W avg. (10W max.)

Standards IEC 61850-3  CISPR 32 FCC Part 15, Class A 	

  VIDEO
Video 
Compression H.264 (MPEG-4 Part 10) MJPEG

Resolution

1920 x 1080 (1080P)
1280 x 720 (720P)
1024 x 768 (XGA)
800 x 600 (SVGA)
640 x 480 (VGA)
720 x 480 (D1)
704 x 480 (4CIF)
704 x 240 (2CIF)  
528 x 320  (DCIF)
352 x 240 (CIF)
320 x 240 (QVGA)

Frame Rate 25 fps for all resolutions

Video 
Streaming

3 streams:  2ch H.264, 1ch MJPEG (up to 720P) 
2 streams:  2ch H.264 (up to 1080P)	

Analog Video 
Out BNC Port, NTSC

Image 
Setting

Auto Exposure, White Balance,  AGC, WDR, DSS, 
Contrast, Noise Reduction, HLC, Stabilization, Defog, 
Auto Focus

Image 
Mirroring Horizontal/Vertical/Both 

NETWORK 

Interface Fiber: 100FX SFP with LC connector 
RJ45: 10/100TX POE

Security Password protection	

Protocols IPv4/v6, DHCP, HTTP, UDP, RTP/RTSP, UPnP, 
NTP, ICMP, ONVIF IP Camera Support	

Software Interface Web Server	

  ENVIRONMENTAL
Operating 
Temperature -40ºC to +75ºC

Ingress Protection IP66: Waterproof and Dust-Tight when using 
enclosure	

Humidity 95%

EMC/EMI IEC 61850-3; IEEE 1613; IEC 61000-6-2;  
IEC 61800-3	



TM

TOUCHLESS        
  MONITORING 

SOLUTIONS

www.SystemsWithIntelligence.com

TM

Systems With Intelligence Inc.
6889 Rexwood Road, Unit #9
Mississauga, Ontario, CANADA
L4V 1R2 

Tel: 	 +1-289-562-0126 
Fax: 	+1-289-562-0152

General Inquiries: 
info@SystemsWithIntelligence.com

Sales Inquiries: 
sales@SystemsWithIntelligence.com

Product Support: 
support@SystemsWithIntelligence.com

All specifications in this document are subject to change without notice.
© Copyright 2023 Systems With Intelligence Incorporated.  All rights reserved.

TM Follow Us:

EXIPCAM2010-DS_r20230622_fnl

CONFIGURATION

BASE UNIT	 EXPLOSION PROOF, STAINLESS STEEL, HIGH-DEFINITION FIXED CAMERA
EXIPCAM2010	 Visual Camera in Explosion Proof Housing 	
Power Supply
24		  24VAC
   LENS
LZ3	  	 3X Zoom; 3.6 to 10mm
LZ4	  	 10X Zoom; 5.1 to 51mm

MOUNTING ARM
 E09 		  Wall Mount Bracket for EX Housing	            


