
1 Verify that cooling water source is turned on to a minimum pressure of 210 kPa (30 

psig).  If dry nitrogen is connected, verify that the pressure is set to 15 psi.

2 Turn on power to the compressor by toggling the black circuit breaker switch on the 

front of the unit.

3 Turn on the power to the vacuum control unit by toggling the power switch on the back 

of the unit ON ( | ).

4 Turn on power to the system control unit by toggling the power switch on the back of 

the unit ON ( | ).

5 Turn on the system control unit by pressing the power button on the front of the unit 

(Power button will glow when the unit is on).

1 Locate the red C-spacers on either side of the connection point between the sample 

chamber and cryocooler (two total). Unscrew the M3 screws.

2 Remove the red caps then pull out the red tab.

3
Locate the red shipping support brackets (two pieces, shown red). Using a 5mm Allen key, 

remove the M6 x 14mm screws on the top of each bracket (shown yellow). Store these 

screws and washers in the accessory kit.

4 On the side of the shipping support, locate the two M5 screws holding the bracket in place 

(shown orange). Using a 4mm Allen key, loosen these screws but do not remove them. 

5 Slide the shipping bracket (red) up so it is no longer touching the silver tri-flange. Holding 

it in place, re-tighten the two M5 screws (orange) to secure it in this unlocked position. 

6 Repeat steps 4-5 on the other shipping support.

7 Replace the exterior side covers. Insert the front tab (sample chamber side) and rotate and 

snap the cover back into place.

Quick Start Guide



1
To enable Remote Graphical Display and various connection capabilities: 1) On the 

touchscreen UI, navigate to MENU > REMOTE CONNECTIONS; 2) Toggle the Remote 

Graphical Display switch to ENABLED.

2 Toggle the Data Dashboards switch to ENABLED.

3 Toggle the Instrument Scripting switch for the desired instrument to ENABLED.

4 To find your system’s IP or MAC address scroll down to find the system’s unique IP and 

MAC addresses.

For detailed equipment and user documentation see the product-specific webpages:

CryoCore: https://www.montanainstruments.com/products/cc1

For regional Service contact information:

https://www.montanainstruments.com/contact

https://www.montanainstruments.com/products/cc1
https://www.montanainstruments.com/contact

