
The Precision has evolved to be the most comprehensive, flexible and 
safe commissioning load bank in the data center market. ComRent relied 
on its more than 20 years of experience to engineer the Precision to meet 
a variety of project requirements, and deliver cost savings that meet your 
project needs.

Precision 18kW
Why Compromise
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ONE PRODUCT, MANY APPLICATIONS  
Delta/Wye Configurable Switch

The Precision is the only 
load simulator offering 
the flexibility to test in two 
distinct operating modes  
(single or 3-phase) through 
its patented Delta/Wye 
Configurable Switch.

SMART. ACCURATE. EASY 
Temperature Feedback Loop

Select your desired output 
temperature and the Precision will 
configure the system’s fan speed 
and/or load to reach your goal. 
Utilize this data to monitor your 
system or configure operating 
thresholds. 

INNOVATIVE BY DESIGN 
Cubic Feet per Minute Adjustability

Positively reduce airflow 
requirements (cubic feet 
per minute (CFM)) utilizing 
Precision’s unique and 
innovative resistor design. 
Truly a no compromise 
approach to thermal and 
mechanical validation that 
improves thermal and 
mechanical operations.

EFFICIENT TEMPERATURE CONTROL 
Passive Airflow Baffle

Precision offers the only patent-
pending passive airflow baffle 
that is designed to eliminate 
unwanted mixing of hot and 
cold air between aisles when 
the unit is off, providing stable 
aisle temperatures during 
commissioning.

TESTING EQUIPMENT EVOLVED  
Load Transfer Capability

Automatically test the 
primary and redundant 
power feed’s load transfer 
capability with Precision’s 
patented methodology and 
hardware. Whether testing 
a forced or staged power 
outage, the Precision was 
specifically designed to 
allow accurate and precise 
floor level transfers of critical 
power with ease. 

COMPLETE CONTROL. ANY TIME. ANYWHERE. 
Remote Capability

Benefit from additional savings 
on labor costs with Precision’s 
advanced remote capabilities. 
Control and monitor up to 
50 load banks from a single 
remote. Review and acquire 
data as you operate the 
system to ensure accurate, 
safe results.

SAVE TIME, SIMPLE MOUNT 
Guide Pins and Locking Mechanism

Reduce installation time 
with built-in guide pins 
and locking mechanisms, 
minimizing preparation 
work, installation time and 
labor.
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Volt
mode

kW
Steps

kW
Steps

kW
Steps

kW
Steps

Total
Power
(kW)

Amps

240 1.2 2.4 4.8 9.6 18.0 25.07

208 .9 1.8 3.6 7.2 13.5 37.5

120 .3 .6 1.2 2.4 4.5 12.5

240vAC, 3Ø
Resistive (Wye)

(415vL-L)

208vAC, 3Ø
Resistive (Delta)

120vAC, 3Ø
Resistive (Wye)

(208vL-L)

Precision 18kW

CONTROL PANEL 

19”

17.5”

23.4”

TECHNICAL 
SPECIFICATIONS

Precision
Dimensions (w x h x d )  
19” x 17.5” x 23.4” 
Weight:
58 lbs.

Precision in case
Dimensions (w x h x d )  
26” x 28” x 31”
Weight:
117 lbs.

INPUT VOLTAGE 
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ABOUT 
COMRENT

ComRent International 
offers technology and 
energy customers the most 
comprehensive load bank and 
service solution to interconnect 
systems faster, stay on time 
and budget and reduce risk. 
Through ComRent’s global 
locations, 3,210 unit fleet 
and over 150 miles of cable, 
customers receive load banks 
faster and can confidently 
rely on ComRent exceptional 
service and industry knowledge 
to do testing right the first 
time. Fortune 50 data centers, 
electrical utilities, solar and wind 
developers, and oil and gas 
companies rely on ComRent 
to fulfill their testing and 
commissioning requirements.


