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FROM THE
PRESIDENT

MESSAGE

Making the world greener
through recycled rubber.

We are aiming to become a pre-eminent manufacturer of value-added,
end-use, innovative products, made from 100% recycled rubber and to
ensure all recyclable rubber is utilized in the most valuable manner for
the environment and the world.

By continuing to create awareness and demand for the company's high-
caliber rubber surfacing products, Champagne Edition is one step closer
to converting rubber crumb into a commodity, rather than a century-old
problem. And to that end, our company, with up to 50 employees, operate
out of a 35,000 square-foot plant -  use 11 million pounds of material per
month, equal to 500,000 tires monthly or 6 million tires a year.

Champagne Edition's growth is a testimonial to the company's ability and
expertise to develop quality, environmentally-friendly, high-value, end-
use recycled rubber products.

Mr. Alan Champagne

35,000 
square-foot 
plant

25 years 
experience

50 million 
recycled tires

endless 
awards

From the first product, the Cozy Cow Mattress, an
antibacterial, antifungal mat made from the recycled
tires, Champagne Edition Inc. has grown into an
environmentally-friendly, international industry leader
in the manufacturing of high-value, high-quality wares  
made from recycled rubber for commercial, industrial,
residential and agricultural applications.



RUBBER 
ECO-WALL
FAQ

UV protective (will not fade)
Panels will not crack or peel
Sound absorption means less
noise pollution
Attractive brick pattern
No screws required
No heavy equipment required
Aluminum post option means
no rusting or warping
Fast installation
Graffiti can be power washed
off
Accommodate any wall height
Supported by wood,
aluminum, or steel posts
Cost effective compared to
cedar or concrete privacy
walls
Fire rated

Added note:  Pre-slotted
aluminum, steel, or wood posts are
available and can be used to
support the Eco-Wall panels.

Keeping the noise at a
minimum 

How long does it take to install the
Eco-Wall you ask? Our crew of 8
installers completed a 450’ wall
length in a short 55 minutes! 

Each panel is 8' in length, 1' wide
and 2" thick.  This dimension
allows for less post work to
accommodate the 8’ span.  
Once the posts are in place, the
panel installation process is
unmatched.  The panels weigh only
70 lbs each, and a crew of as little
as 1 or 2 installers to lift and set
the panels in place within the
brackets is needed.

Fun Fact! The Eco-Wall panels
consist of 49 lbs of rubber crumb
equal to 3.5 average sized tires.
Depending on your project size,
you will take pride in knowing that
you can save hundreds of tires
from going to landfill!!

What are the benefits of
installing the Eco-Wall?
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Provides privacy and reduces the noise  
 level.
No heavy equipment required to be 
 installed.
Tongue and groove joints for easy 
 installation and added strength.
Designed to be visually appealing.
Preserves aesthetic values and scenic 
 vistas.
Easily placed, relocated and removed as  
needed. 
Reinforced with a rigid spine for added 
 strength (patent pending).
Made from 100% Recycled Rubber tires 
 makes them a durable, long-lasting
solution. 

Size:
8' L x 1' H x 2″ (per panel)
Weight:
70 lbs (per panel)
Average:
6' H x 8' L (6 panels per section)
Sound Transmission Class (STC): 29
Colors: (Actual colors may vary)
Black, Grey, Brown, Terra-Cotta, Redwood
Applications:
Commercial, Residential and much more
Shipping:
FOB Legal, Alberta, Canada

DETAILS:

ADVANTAGES:

ECO-WALL

 3.75 tires are recycled 
to make one panel!



ADVANTAGES:
Easy handling, simple and quick
installation.
No heavy equipment required to be 
 installed.
Designed to be visually appealing.
Preserves aesthetic values.
Easily placed, relocated and removed as  
needed. 
Made from 100% Recycled Rubber tires.  
Attractive color options. 
Resistant to rot, flaking, termites or other
insects.

Size:
4.88" x 4.88" x 0.75″ (C-Cap)
6.13" x 4.75" x 2.25" (H-Cap)
6.13" x 4.75" x 2.25" (90° -Cap)
Weight:
1.5 lbs (C-Cap)
2.0 lbs (H & 90° Cap)
Colors: (Actual colors may vary)
Black, Grey, Brown, Sandstone, Redwood
Applications:
Commercial and Residential 
Shipping:
FOB Legal, Alberta, Canada

DETAILS:

POST CAPS
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ADVANTAGES:
Made from 100% Recycled Rubber tires. 
Easy handling, simple and quick
installation.
Designed to be visually appealing.
Preserves aesthetic values.
Attractive color options. 
Resistant to rot, flaking, termites or other
insects.

Size:
8' L x 1.5" H x 0.75″
Weight:
4.5 lbs 
Colors: (Actual colors may vary)
Black, Grey, Brown, Sandstone, Redwood
Applications:
Commercial and Residential 
Shipping:
FOB Legal, Alberta, Canada

DETAILS:

PANEL CAPS
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1. Dig post holes
2. Set posts (use 8' + 1/2" spacers between posts) the panels are 8' long and the extra 1/2"
will allow for any expansion that may happen in high temperatures with the rubber.
3. Fill holes with concrete, center posts and ensure posts are level. Let cement set. (you
may want to bracket the posts while the cement sets to ensure they stay level)
4. Plumb a level line (from first post to the last post) at lowest level possible. Install L-
brackets at this lowest line (ensure this line is level as it is quite noticeable if it isn’t when
panels are installed)
5. Install Eco-Wall panels by simply sliding down into channels of posts (groove on bottom,
tongue on top) and rotate next panel accordingly so pattern doesn’t run same as panel
below.

INSTALLATION
HOUSE REPORTS



*Each panel is approx. 11.83" in width. With all panels placed tongue and
groove together within the section you will want to calculate for the final
total height (eg. 6 panels total height will be approx. 71"). Reason to be
aware of this is if you are plumbing your high line to line up the top of the
posts as well, this is important to know. Otherwise, if you have lengths of
posts sticking up higher than you wish, you can simply trim them down
to your desired height after the panels are all installed with a skill saw
(keeping in mind though, that trimming the post tops would remove the
powder coating from the top of the posts).



Surface flammability flame spread
index 110 at average temperature
rise of 157.7 C. Material meets
ANSI Z124.1 and Z124.2
Appendix III requirement for an
average DM of 450 or less. Self-
extinguished.

Average 66 dry & 43 wet.

ASTM E162 

DENSITY HARDNESS ASTM
D2240 

ASTM B117

XENON ARC WEATHERING *
200 hrs UV testing

ASTM C503 tested
Wear index 270 (Using heavy duty
abrading wheels and 100 grams
pressure on each wheel at 1000
cycles). Recycled rubber crumb
from tires, and urethane resin
binder.

Shore A 63, compressed to 2000
psi.

COEFFICIENT OF FRICTION
ASTM C1028
0.92-0.96 dry & 0.89-0.92 wet.

SKID RESISTANCE ASTM 
303

No stain or residue after 24hr
test.

No change after 2 years. *
Urethane binder UV inhibitors.

STRUCTURAL
COMPRESSION
2000 PSI

STATIC DISSIPATION
Negligible.

THERMAL RESISTANCE
R value of 2.20 per 1″ of
thickness. (ie) 2″ thick tile
provides R-Value rating of 4.40

Stress in Thermoplastic Resin

 Deflection/
Sound

Transmission
Class STC

WIND LOADING & DIRECT
LOAD
80mph / 128.748 km/h. 120 lbs /
54.4 kg. minimun

TRANSMISSION LOST
25+ dB.

SOUND TRANSMISSION
CLASS (STC)

29.

ASTM E84-19A
Flame spread index - 185. Smoke
developed index - 2050.

CAN/ULC S102.2-18
Flame spread rating - 110. Smoke
developed calssification - 535.

ECO-WALL
TEST
RESULTS The wind,

noise and fire
element
analysis.

SURFACE DENSITY
36.62 kg/m2 - 7.50 lbs/ft2.







28+ YEARS EXPERIENCE
 "We are aiming to become a pre-eminent manufacturer of

value-added, end-use, innovative products, made from
100% recycled rubber and to ensure all recyclable rubber is
utilized in the most valuable manner for the environment

and the world."
 
 
 
 

- Alan Champagne CEO


