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General Machine Products, a family-owned business  
located in Suburban Philadelphia, Pennsylvania, is a  
manufacturer of a wide range of products for the  
telecommunications, power utility and cable television  
industries, and the contractors who serve them.

Aerial Cable Tools and Products

C2 CABLE LASHER  
For cables or cable bundles up to 1 
5/8" (4.1cm) on strands 1/4" to 3/8" 
Positive mechanical brake prevents 
lasher back-up until brake is released. 
Built to last, the parts are made from 
plated steel, stainless steel, brass or 
aluminum. Unit contains sealed and 
self-lubricating bearings to minimize 
maintenance and assure durability. 
Wt. 35 lbs. (15.9kg) P/N 71422

J2 CABLE LASHER  
For cables to 3" (7.6cm) on strands 
1/4" to 7/16". This machine has 
overlashing capability with the turn of 
a lever. Positive internal gear-to-gear 
mechanism has no chains or belts 
to stretch, slip or break. Positive 
mechanical brake prevents lasher 
reverse until brake is released.  
Wt. 46 lbs. (20.9kg) P/N 86070

APOLLO CABLE LASHER  
For cables and bundles up to 4" on 
strands 1/4" to 3/8". Parallel-pull with 
positive slip-free gear drive. Positive 
brake eliminates lasher backroll when 
pulling force removed.  
Wt. 38 lbs. (17.3kg) P/N 70400

SUPER G CABLE LASHER  
Lashes cable from about 2-1/2 to 5-1/4 in. 
outside diameter or multiple cables up to 
5-3/4 in. combined outside diameter
The largest of the GMP Lashers, this unit is 
designed to lash a large single or a combina-
tion of aerial cables to a supporting strand. It 
can be used for new installs or with existing 
cables in place.  
Wt. 58 lbs. (26.3kg) P/N 10505

CABLE BLOCK 24” PUSHER  
Positioned between the lasher 
and first block for spacing that 
is especially needed when 
lashing multiple cables. 
Wt. 1.8 lbs. (.85 kg)    
P/N 70431

FIBERGLASS EXTENSION  
HANDLE LAY-UP STICKS  
These useful handles or “lay-
up sticks” provide extended 
reach for all aerial applications 
including cable placing & tree 
pruning. 
P/N 24193  3' long  Wt.1.2 lbs. 
P/N 24194  6' long  Wt. 2.0 lbs. 
 
P/N 15310  Kit contains 
(1) 24193 (3) 24194 Wt. 7 lbs.

LASHING WIRE GRIP  
Temporarily secures 
any size lashing wire to 
suspension strand be-
fore releasing tension. 
Single grip groove fits 
all strand sizes.  
Wt. 10 oz. (.28 kg)  
P/N 08605

D LASHING WIRE 
CLAMP  
For lashing wire ter-
mination. Hot dipped 
galvanized finish.  
Clamping range: 
1/4" to 7/16"  
100/pk.  
Wt. 15 lbs.(7kgs)  
P/N 07886

E LASHING WIRE 
CLAMP  
For lashing wire 
termination. Hot dipped 
galvanized finish.  
Clamping range: 
1/4" to 7/16"  
100/pk.  
Wt. 6 lbs.(3kgs)  
P/N 81460

LASHING WIRE   
Made from various grades of 
stainless steel and designed to 
fit the C2, J2, Apollo, or Sierra 
Lashers. Sold in cartons of 6 
coils each.  
Wt. 39 lbs. (18 kg)
P/N 71530 430 SS .045" x 1200’  
P/N 71533 302 SS .045" x 1200’  
P/N 71534 316 SS .045" x 1200’ 
P/N 71535 302 SS .038" x 1600’

GMP WIRE RAISING TOOL
Used with our 1 1/4” dia.  
Fiberglass Extension 
Handles. 
Wt. 1.3 lbs. (.54 kg)     
P/N 06355

3/8X35' TOWING 
ROPE 
Suitable for pulling 
all of GMP's lashers 
from ground level. 
Wt. 6 lbs.(3kgs) 
P/N 70190
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73305 CABLE BLOCK  
Used for new construc-
tion only where the 
strand is 1/4" and the 
cable being supported 
is under 1" dia. The high 
strength aluminum frame 
has a spring-loaded 
steel-retaining pin to 
keep the cable on the 
nylon roller. Wt. 4 oz. 
P/N 73305.

10700 & 10701 CABLE 
BLOCK   
A cast aluminum frame 
makes this perfect for me-
dium duty lashing of cables 
up to 2" diameter. Can be 
used for new or overlash 
construction if the existing 
bundle is under 1" diameter. 
Its V-notch housing allows 
strand to wedge in the frame 
for stability during cable pull 
out. Wt. 2 lbs.  
P/N 10700    Aluminum Roller 
P/N 10701   Rubber Roller

4 & 2.75" OVERLASH 
ROLLER  
A simple, inexpensive 
solution for lashing cables 
or bundles of cable up to 
4 in. diameter. A spring-
latch gate encloses the 
cable(s) and strand within 
the frame. The light steel 
frame allows “in field” 
straightening if dropped 
or bent.  
Wt. 1 lb. 
P/N 87210     4"
P/N 87213     2.75" 

F CABLE BLOCK  
Overlash block supports aerial 
cable to 2 1/4” (70mm) dia. 
on new or existing lashed 
strand. Heat treated aluminum 
alloy frame. Oilite bearings on 
sheave. Strand hoks have steel 
inserts on bearing surfaces.  
Wt. 4 lbs.  
P/N 08093 
 
P/N 70193  
with keeper

For New Constuction Only

75000 CABLE BLOCK 
This block’s cast alu-
minum frame and roller 
can support cable up to 
2 3/4" diameter on 1/4" 
strand. Bi-directional 
locking lever means it 
won’t move along the 
strand until you  
want it to. Wt. 4 lbs.  
P/N 75000

D CABLE BLOCK 
LIFTER  
Attaches to Extension 
Handles and is used to 
place 75000, D Cable 
Blocks and B Cable 
Blocks (P/N 70336) 
from the ground. Bi-di-
rectional hook for right 
or left-hand positioning.  
Wt. 12 oz.  
P/N 07163

D CABLE BLOCK  
Supports aerial cable  
to 2 3/4" (70 mm)  
dia. Heat-treated alumi-
num alloy frame. Oilite 
bearings on  
sheave. Strand hooks 
have steel inserts on 
bearing surfaces. Bi-di-
rectional locking lever.  
Wt. 3 lbs. 12 oz.  
P/N 72680

CLIP-ON CABLE 
BLOCK 
Tempered spring 
steel block supports 
light-duty cables up to 
1" dia. Can be used 
for new construction or 
when overlashing to an 
existing bundle up to 
2" diameter 10 pieces/
package.  
Wt. 11 lbs./pk.  
P/N 87265

For New Or Overlash Construction

For New Or Overlash Construction

B CABLE BLOCK  
For supporting cables 
up to 1 3/8" dia. on 
either new strand or a 
cable bundle up to 2" 
dia. Equipped with a 
non-skid surface on un-
derside of frame to limit 
movement during cable 
pull out. Retaining arm 
keeps cable on roller. 
Wt. 1 lb.  
P/N 70336

CABLE PULLER 
This Puller is used to pull 
out cable prior to the lashing 
operation. The main body 
of the Puller is a rugged 
one-piece aluminum casting. 
Two hardened steel rollers 
are provided to ride on either 
5/16" or 1/4" strand. When 
pull-out pressure is released, 
a brake automatically holds 
the Puller in position. 
Pull-out pressure releases the 
brake.  
Wt. 8.2 lbs. 
P/N 78965

OVERLASHING AERIAL 
CABLE GUIDE  
Can be used for both new or 
overlash construction.  
Cast aluminum shoe with 
a steel insert on the face 
provides longer wear life. 
The shoe is suspended on 
steel straps from two strand 
rollers that lock securely 
onto the strand. All parts are 
plated or painted for corrosion 
resistance.  
Wt. 11 lbs.  
P/N 08007

AERIAL CABLE GUIDE  
For new construction only, 
this guide provides the proper 
lead to the first block during 
the cable pullout phase of a 
lashing operation. Cable shoe 
has a unique nonstick, highly 
polished stainless steel surfa-
ce to minimize cable friction. 
Wt. 3.5 lbs. 
P/N 70055

Miscellaneous Tools

8721387210

UNIVERSAL STRINGING BLOCK
These rugged universal blocks feature high 
strength and low weight at a value price. With 
a working load limit of 2,500 lbs., they can be 
configured with 5 different mounting options. 

P/N 74138
Y-Clevis Ball

P/N 74137
Ball Clevis

P/N 74139
Ball Hook

P/N 74140
Oval Eye Ball

P/N 74136
Safety Ball Hook

P/N 74135

For Power Line Construction

HD CABLE ROLLER DOLLY 
The HD Cable Roller Dolly is 
placed on the strand ahead 
of the Super G Cable Lasher. 
The Super G lasher pushes 
the dolly while it captures the 
3 cables and places them into 
the ideal configuration for a 
perfect triangle wrap forming 
a compact and stronger lash. 
Wt. 30 lbs (14kg) 
P/N 70697

1″ ECONO CABLE 
BLOCK
This steel block is used 
to support cable up to 
1 in. (25.4mm) during 
cable pull-out including 
fiber optic. Can be used 
in new construction or 
overlashing
Weight: 1 lb  
P/N 74050



KLEIN® TOOLS 
CHICAGO® GRIP 
1659-5AT B STRAND 
PULLER
Designed for tensioning 
figure-8 or self-support 
cable utilizing 1/4" poly 
jacketed strand. Pulls 
up to 5000 lbs 
Wt. 7 lbs.  
P/N 68490

KLEIN TOOLS® 
CHICAGO® GRIP 
1628-16AT H STRAND 
PULLER
Designed for tensioning 
strand sizes ranging 
from 3/8" to 1/2". Pulls 
up to 15000 lbs 
Wt. 16 lbs.  
P/N 68491

KLEIN® TOOLS 
CHICAGO® GRIP 
1684-5AT L STRAND 
PULLER
Designed for tensioning 
strand sizes ranging 
from 3/16" to 7/16. 
Pulls up to 8000 lbs. 
Wt. 7 lbs.  
P/N 68492

KLEIN® TOOLS  
HAVEN’S® GRIP
The Klein Haven’s® 
Grip is designed for 
use when light, com-
pact grip is desired 
and where conductor 
damage is not a factor.
Strand sizes from 3/8-
7/8" and for loads up 
to 8000 lbs.  
Wt. 4 lbs.
P/N 68493

1 1/2 & 3 TON CHAIN 
HOISTS 
The R-CH Series 1-1/2 
& 3 ton hoists promise 
to provide years of 
dependable service, 
under the rigorous 
conditions demanded 
by the Power Utility & 
Construction Industries. 
The R-CH Series hoists 
feature a time tested 
and field proven ratchet 
& pawl design for trans-
mission and distribution 
applications. Wt. 18 lbs. 
1 1/2 T    P/N 87268 
3 T          P/N 87269

STRAND BRAKE
The Strand Brake offers safety and productivity to the strand 
crew. It is used to prevent the strand from slacking back into 
a road crossing. On long spans, it helps in keeping the strand 
from jumping up and down when pulling around power lines. 
P/N 75432                   Wt. 1.2 lbs. 

C PULL FINDER
Used to determine the pull in feet on 
corner poles and bisects the corner 
angle to locate the guy wire or angle. 
Wt. 1 lbs.  
P/N 84850

EXTENSION BOLTS AND STRAPS
Reduce your pole space requirements and installation labor demands with GMP’s Extension Bolts and Reinforcing Straps. 
• These versatile, galvanized steel bolts let you place a second messenger at the same level and on the same side of a pole as an 
existing messenger 
• Each bolt attaches to the threaded end of a suspension bolt already in the pole 
• We offer bolts in two thread sizes: 5/8"-11 and 3/4"-10. Both are available in 7" (178 mm) overall length which yields a 4"  
(101 mm) offset extension. 
• The 5/8"-11 size is also offered in an 11" (279 mm) length which gives an extension of 8" (203 mm). The longer bolt makes it 
easier to lash as the lasher works near the pole. Installation is easy.  
P/N 74109 Extension Bolt 5/8 - 11 x 7  P/N 74111 Reinforcing Strap 1 3/8" used with 74109 
P/N 74108 Extension Bolt 3/4 - 10 x 7  P/N 74110 Reinforcing Strap 2"  used with 74108 
P/N 70212 Extension Bolt 5/8 - 11 x 11  P/N 74113 Reinforcing Strap 1 3/8” used with 74212

POCKETBOOK GRIPS
The Pocketbook grip for the sagging of wire up to an initial sag-tension, also used during clipping oper-
ations. A self-contained unit with no loose parts. Clamp down bolts are peened so flange nuts will not 
be lost when opened for installation. GMP keeps a solid inventory of components on hand ready to be 
custom-milled to your requirements ensuring fast delivery to keep your projects on deadline 
P/N VARIOUS              Wt. 10-68 lbs.

Call factory for details

TRAVELING GROUND KIT
The grounding roller provides a means of maintaining a continuous 
ground connection to moving conductors such as strand, open wire, or 
pull line being placed from a stationary reel. 

The roller must be connected to a suitable ground by means of one of 
the 1/0 jumper cables provided in order to minimize the voltage on the 
conductors mentioned above in the event of an accidental contact with 
an energized power conductor.   
P/N 71637                    Wt. 29 lbs. 

LOOP FORMING TOOLS  
Easy-grip pawl ensures positive engagement into gear rack. Bronze bushings provide 
smooth operability and prevent galling. Frame and gear racks are attached with a rein-
forcement plate to withstand pressure when forming dual trunk cables. Synthetic shoes 
driven by vertical gear rack form loop.  
 
P/N 71660     2(.750" cables) 36" Loop Length       Wt. 16 lbs.
P/N 71661     2(1.0" cables)   45.5" Loop Length    Wt. 31 lbs.

STRAND TENSIONMETER/DYNAMOMETER 
Commonly referred to as a Strand Dynamometer, the Strand Tensionmeter is 
used in tensioning new strand and in measuring the tension in existing strand. 
This precision instrument can quickly measure tensions of 1/4" (6.6 M) Extra 
High Strength, 5/16" (6 M), 3/8" (10 M) and 7/16" (16 M) Utilities Grade, zinc 
coated guy wires and messenger cables per ASTM A-475 Wt. 11 lbs.  
P/N 70046

Strand Pulling and Tensioning

KLEIN® TOOLS 
Grip for High 
Strength Cables 
Designed for cable 
sizes from 0.218 
to 0.55-Inch (5.5 to 
13.9 mm)
Max Safe Load of 
8000 lb (3629 kg)
Wt. 7 lbs.  
P/N 68495
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90º CORNER BLOCKS  
GMP 90º Corner Block with either 
Aluminum or Nylon Rollers
These rugged and lightweight corner 
blocks are used to guide cable and 
evenly distribute the load on the cable 
when pulling around corners. 
 
P/N 70438  Nylon    Wt. 13 lbs.  
P/N 70449 Aluminium   Wt. 16 lbs. 

45º CORNER BLOCKS  
GMP 45º Corner Block with either 
Aluminum or Nylon Rollers
These rugged and lightweight corner 
blocks are used to guide cable and 
evenly distribute the load on the cable 
when pulling around corners. 
 
P/N 70439 Nylon   Wt. 8.3 lbs.  
P/N 70450 Aluminium   Wt. 10.1 lbs. 

VERTICLE ANGLE ADAPTER  
This handy accessory allows a 
corner block to be used with a 
pole mount bracket in a vertical 
configuration making it an in-
feed guide. Made from painted 
heavy duty steel. For single row 
corner brackets only.  
P/N 70440   Wt. 4 lbs. 

ELECTRIC CAPSTAN HOIST KIT— 
This versatile 1,000 lb. (454kg) capstan is the perfect partner for overhead and underground lifting and pulling applications. The unit is small and lightweight, 
making it perfect for use in remote and limited access areas.

SAFETY FEATURES:
• 1,000 lb. (454kg) capacity
• Lightweight, only 38 lbs. (17kg) w/o universal bracket
• Power Source: 115 Volt AC
• 40 ft./min. (12.2 m/min) Rope Speed @ 1,000 lb. (454kg) Remote Foot Control Switch included
• Steel capstan drum with larger radius at load-line wrap and zinc-plated rope surface.
• 
SIMPLIFY HEAVY TASKS:
Raising Transformers; Hoisting Heavy Insulators; Stringing and Tensioning; Setting Utility Poles; Pulling Underground Cable. 
 
Shipping Wt. 120 Lbs.  
P/N 89610

RATCHETING POLE MOUNT 
BRACKET 
GMP ratcheting pole mount 
brackets are ideal for mount-
ing GMP single or dual corner 
blocks on the pole. 
 
P/N 70372   Wt. 12.5 lbs. 

Corner Blocks and Accessories

Electric Capstan Hoist
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P/N 70550

P/N 70435

P/N 70436

HEAVY DUTY 45 & 90 DEG. FIBER OPTIC CORNER BLOCKS
These heavy duty corner blocks are used to guide ADSS and fiber cable and evenly  
distribute the load on the cable when pulling around corners.

P/N Description
70550 Mounting Bracket, Wt.11.5 lbs. (5.21kg)
70436 90° Corner Block, Wt. 20.8 lbs. (9.43kg)
70435 45° Corner Block, Wt.13.4 lbs. (6.08kg)
70462 Mounting Bracket W/90° Corner Block, Wt. 32.3 lbs. (14.65kg)
70437 Mounting Bracket W/45° Corner Block, Wt. 24.9 lbs. (11.30kg)


