
Filling & Capping Instruction

Filling:
       
Failure to follow these instructions may result in cartridge leakage, damage, or poor performance.

1.

2.

3.
4.

5.

Capping:

After filling, insert the mouthpiece, pressing lightly to align it on the center post. After making sure the mouthpiece is properly 
aligned and straight, press the mouthpiece down vertically (not at an angle) using level, even pressure until you hear a click that 
indicates it is fully seated. It is possible to seat the mouthpiece by hand, but a light-duty arbor press and jig is recommended. 
Do not use a hammer or mallet. About 7-8kgF of force is needed to cap a single cartridge. A misaligned mouthpiece, off-center 
arbor press, or pressing at an angle can cause the mouthpiece hooks to not engage onto the center post. This can lead to 
damage, improper seal, leakage, and cracking of the glass tank. Once the mouthpiece is fully seated, it cannot be removed 
without damaging the cartridge or the mouthpiece. Caution: Do not reuse a mouthpiece that you failed to seat on the first try. 
Do not twist or rotate the mouthpiece while it is being inserted. Do not press down even at a slight angle.

Please Note When Testing:

Please allow sufficient time for the oil to saturate the ceramic core. The time needed varies on the viscosity of the oil (e.g. raw 
distillate type viscosity may require 24 hours). If you get a dry hit, burnt taste, or hot metal taste on your first draw, the ceramic 
core is most likely not fully saturated. If you continue to use the cartridge without letting the ceramic core fully saturate, the flavor 
will improve over time as the initial burnt oil cycles out of the cartridge.

 
       
  
       
To fill, insert a blunt tip needle into the space between the center airway tube and the inner wall of the cartridge. The recommended 
oil temperature range at time of filling is 90°F-130°F or 32°C-55°C. (1.4 mm is the ideal needle width. 1.63 mm is the maximum needle 
width allowed. An 18 gauge needle is 1.27 mm wide.)
For glass cartridges, make sure there is no fluid in the top 4 mm of the glass tank. Caution: do not allow oil to enter the center airway 
tube. Do not overfill. If the cartridge is overfilled, fluid will be forced through the atomizer and leak out of the bottom of the cartridge 
when the mouthpiece is capped. Make sure the inner surface of the cartridge close to the top opening is free of fluid. Fluid on this 
surface may act as a lubricant reducing retention of the mouthpiece.
Be aware that the silicone end cap can be punctured when too much pressure is applied during capping.
Immediately after filling, cap the cartridge with the mouthpiece until it is fully seated. Do not wait more than 3 minutes to cap. Shorter 
time is recommended for thinner oils. Failure to cap within the appropriate amount of time can lead to leakage and clogging.
Cartridges should be allowed to stand for at least 30 minutes before use. During this time, fluid is priming the atomizer. The rate that 
the atomizer saturates is dependent upon the viscosity of the fluid. More viscous fluids will require more time. The appropriate 
aperture setting must be used according to the viscosity of the fluid.



Capping Instruction

Failure to follow these instructions may result in cartridge leakage,
damage, or poor performance.

Ideal needle width is 1.4 mm. Maximum needle width is 1.6 mm.
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