
LUMEN KING CONTROLLER
MASTER CONTROLLER

Adjustable voltage outputs

Number of loads per output

max. cable length per group

Input voltage

Overheat Protection

Sunrise/sunset period

Weight

Warranty

2 Groups A/B

max. 100 pieces

100 meters

DC5V 2000mA

YES

YES

1.0 kg

3 years

T E C H N I C A L  S P E C I F I C A T I O N S
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LUMEN KING
MASTER CONTROLLER
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P R O D U C T  D I M E N S I O N S

1 x LUMEN KING MASTER CONTROLLER 

I T E M S  I N C L U D E D  I N  T H E  B O X

1 x LUMEN KING Sensor Cable

1 x LUMEN KING RJ45 Cord Cable 

1 x LUMEN KING AC Power Supply Cable

2 x LUMEN KING Screws (5x135mm) + 2 x LUMEN KING Dowel 

1 x User Manual LUMEN KING Master Controller 

Master controller is available to control two lighting groups in a green-
house. Output 0-11.5V adjustable DC voltage to control ballast output 
power or switch on/o� the ballast. The controller operates on a 24-hour 
time cycle. 

G E N E R A L  I N F O R M A T I O N

The controllers also has the ability to stimulate sunrise and sunset cycle 
from 10-60 minutes. Each of the two-lighting groep channels has a room 
overheat protection function that can be set as needed. You can use the 
LCD touchscreen to view and modify the current settings for each channel 
easily. Moreover, the controller is portable, easy installed and operated.

MASTER CONTROLLER

Manual Manual

Auto-Dim
Shut-Down

Disable
Disable

Auto-Dim
Shut-Down

Disable
Disable

60 % 110 %600 W 1100 W

- - ° C

- - % R H

- - ° C

- - % R H

Group A Group BON ON

© Copyright 2023 Dentrax B.v. 2023-01
Subject to change without notive, Tolerance ±10%

Grow Lighting 

Contact LUMENKING
info@lumen-king.com
www.lumen-king.com


