
MOUNTING SCREW FOR TRACK.
( #6 X 3/4" SELF TAPPING SCREW )

TRACK:
( EXTRUDED ALUMINUM )

  AS WELL AS TRACK TO 
( HOLDING TRACK TO FRAME 

  HOUSING CAP. )

DOOR SILL.

( #6 X 3/4" WOOD SCREW )

MOUNTING SCREW FOR TRACK

MOUNTING SCREW FOR HOUSING.
( #8 X 2 1/2" WOOD SCREW )

PULL BAR.

MOUNTING SCREW
( #8 X 1 3/4" )

HANDLE

MAGNET PLATE.

FOR INTERIOR AND EXTERIOR SILL ADAPTERS USE #6 X 1" SCREWS.

SILL ADAPTER.

FOR TOP SILL ADAPTER USE #8 X 1 3/4" SCREWS.

GUIDE:

MOUNTING SCREW.

MOUNTING SCREW.
( #6 X 3/4" )

STIFF FIBERGLASS MESH.

MAGNET

MOUNTING SCREW FOR HOUSING.
( #8 X 2 1/2" WOOD SCREW )

MOUNTING SCREW FOR TRACK
( HOLDING TRACK TO FRAME 
  AS WELL AS TRACK TO 
  HOUSING CAP. )
( #6 X 3/4" WOOD SCREW )

HOUSING CAP.
MOUNTING SCREW FOR TRACK.
( #6 X 3/4" WOOD SCREW ) ( EXTRUDED ALUMINUM )

TRACK:

GUIDE:

( EXTRUDED ALUMINUM.)
HOUSING:

OR MOLDING.

FOR BOTH TYPES OF MAGNET ATTACHMENTS
THE MAGNET SHOULD BE CLOSE TO CENTER 

NOTE:

OF THE PULL BAR.

ATTACH THE MAGNET TO THE SIDE OF
THE SCREENS PULL BAR, AND THE 
MAGNET PLATE TO THE INSIDE OF THE 

ATTACH THE MAGNET PLATE TO THE
LEADING EDGE OF THE SCREENS
PULL BAR, AND THE MAGNET ON 
TO THE SIDE OF THE DOOR FRAME, DOOR JAMB.

MAGNET ATTACHMENT

INSIDE MOUNTED SCREENS.FRAME & MOLDING MOUNTED SCREENS

DOOR JAMB.

55" Maximum Width

108" Maximum 
Height

15/16"

1 3/4"1 3/4"

1 3/4"

7/8

Mirage Retractable Screen Details - Single Door

www.miragescreensystems.com


